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Resumo

Nos ultimos anos um novo concettonhecido na linguagem anggaxénica comdoT (In-
ternet of Thingsganhou destaque no mundo da tecnologia. A 10T tem como principal objetivo
permitir que diversos tipos de objetos fisicos, como por exemplo carros, casas e cidades consi-
gam transmitir a informacao que obtém de forma auténoma através de sensores, fiara plata
mas que as recebem e as utilizam de forma inteligente, moldando assim unia obgos
interligados, sem existir qualquer tipo de intervencdo humana.

Para se percebeste conceito, foi efetuado um estudo as redes que servem de base a este
conceito,as redes PWA (Low Power Wide Ardae em mais detalh& tecnologia LoRa. De
forma a estimar a cobertura desta tecnologia, foi efetuado um planeamento tedrico utilizando o
modelo deDH (OkumuraHata), e com base nos resultados obtidos, recesesaium snulador
electromagnético, GloudRF, que permitiu estimar mais em detalhe a cobertura para a zona de
Aveiro. De forma a validar os resultados obtitkzsicamente e por simulacéo, foi eafadoum
conjunto de medidamm campo em alguns pontos da cidade drA.

Da analise global de resultados obtidas)atuiu-se que a tecnologizoRa é de facto bas-
tante viavel para ser utilizada numa implementacdo de uma redero&mbiente urban@
modelo de OH quando adaptado com as margens de cobertura adequadas para o tipo de ambi-
ente em estudo permite obter uma boa aproximacdo em termos de cobertura Apasaor
de ser bastante sensivel a movimentacdes, a tecnologiaati@®és das medidasalizadas
permitiu obter coberturas até 2 km num ambiente de propagac¢do maioritariamente urbano, e

superiores a 5 km numa area mais aberta e com uma maior linha de vista.

PalavrasChave loT, LPWA, LoRa, planeamento, cobertu@kumuraHata, simulagéo,
CloudRF, medidasAveiro






Abstract

In recent yars a new concept known in the anghxonic language as loTngternet of
Thing9 has gained prominence in the world of technology. 10T's main objective is to allow
various types of physical objects, such as cars, houses and cities to transmit the information
they obtain autonomously through sensors, to platforms that receive ahémsatelligently,
forming a network of interconnected objects, without any kind of human intervention.

To understand this concept, a study was made of the networks that underlie this concept,
LPWA (Low Power Wide Area Netwodks@and in more detail to [Ra technology. In order to
estimate the coverage of this technology, a theoretical planning was performed using the OH
model OkumuraHata), and based on the results obtained, electromagnetic simulator
(CloudRF) was usedwhich allowed to estimatan more detail thecoverage inthe area b
study. In order to validate the results obtained theoretically and by simulation, a set of meas-
urements was made in the field in some points of the city of Aveiro.

From the global analysis tiie obtained resultst was concluded that LoRa technology is
in fact quite feasible to be used in an implementation of an IoT network in an urban environ-
ment. The OH model when adapted with the appropriate coverage margins for the type of study
environment allows a good approxitiza in terms of outdoor coveragbespitebeing very
sensitiveto movements, it was possible to obtain distamget 2 km in a mostly urban prop-

agation environment, and more than 5 km in a more open area with a greater line of sight.

Keywords 10T, LPWA, LoRa, plaaning, coverage@QkumuraHata, simulation CloudRF

measuremest Aveiro
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Introduction

This chapter introduces thevktloped dissertation, where the motivatioml its objectives
are described. The structure of this report is also presented with a brief description of the various

chapters

1.1. Motivation

With the sustained fast digitalization of everyday life, existingmonication technologies
are faced with new challenges. With the rapid growtk2iM (Machineto-Maching commu-
nications a new concept calleldT (Internet of Thingshas emerged. The paradigm of IoT
relies on the deployment of billions of objects having the capability of transmitting information
about their context and environment and to create dine@) secured and efficient interaction
between the real and thetval worlds. As an exponential growth of connected things is ex-
pected in the incoming years, a new range of
(Low Power Wide Area Networks).

In order to address the various requirements of the 10T applisali®®WA technologies
presents better traddfs between range, power consumption and cost, when compared to the
traditional cellular and short range wireless technologies, such-& &WiBluetooth, making
them the most suitable technology for IoT conivetgt Among various LPWA technologies,
LoRa (Long Range) is one of most relevant due to its unique modulation, which makes it a very
versatile technology that can adapt to different typerwironments and applications, and

therefore the focus on thisdsis.



1.2. Objectives

With 10T being the futurdT (Instituto de Telecomunica¢cdesnd its research departments
have started to deploy a Smart City network using LoRa technology in the city of Aveiro, Por-
tugal.In this way, the objectivef thisdissertation focuses on the evaluation and estimation of
coverage to deploy a neaifuturean efficient urbanized Smart City, with emphasis on the city
of Aveiro, but also applicable to other cities that share thee smvironment characteristics.

For that, firsta theoreticalnetwork planning is proposdd estimate the link budget and
consequently the coverafmr the areain study Posteriorly,a simulaion of a LoRa network
with a Radio Planning Software performed, and finallthe performancef the networkis

evaluatedased ora set of measuremerdsllected in the field.

1.3. Document Organization

This document is organized as follows:
Chapter 1 detailst h e d i sssnetivatican aand dsijéctivesare describedlrhe organiza-
tion of thedocuments also presented.
Chapter 2 provides an overviewbout thdoT, ma i n | cpnceptt férescasts and challenges.
To fulfil the 1 0T requir ementtheirchirdRtdfistNHase hav e
explained, as well a comparation between them and the existing networks.
Chapter 3 presents a detailed descriptiontbé LoRa technology mai nl 'y it ds phy
and MAC layer.
Chapter 4 proposes the utilization of soneencepts that are necessary for the realizaifon
the network planningThe steps and the solutions adopted forpitoposed solutioare ex-
plained and the theoretical calculati@rs dongnamely, thdink budget.
Chapter 5 provides simulation resulissing a radio planning Softwaaglapted to LoRa tech-
nology, accordingly to the calculations obtained from the previous chapter.
Chapter 6 presents the analysis carried in the d#aldeployment, in terms of reliability and
availability and provides theomparation with the expected results.
Chapter 7 summarizeghe work performed in this dissertation, the main conclusaoiissug-

geds possible future improvements.



Introduction to loT

This chapter aims to describe the concepts and technologies addressed and necessary for the
understanding of the elaborated dissertation. An introduction to the M2M (Mazihitze
chine) concept, namely its definition, architecture and growth potentiahde mitially. It then
describes in detail what is theT (Internet of Things)how it came about, and all its potential
for growth. Due to all its potential and the advantages that loT introduces, many sectors and
industries use this technologhherefore, some examples of applications are identified and de-
scribed, as well as some challenges that 10T will have to overcome when it grows, namely in
terms of the security and privacy of its users.

The study of wireless networks, namely short and d@mge networks, is shown, where
examples of technologies and the characteristics associated with each are shown. Taking into
account the main requirements of I0'E, the need to interconnect devices with a low energy
consumption, but with a wide areaaaiverage. The LPWA (Low Power Wide Area) networks
are described in more detail, namely the modulation used, the explanation of the physical layer
and how the access to the medium is performed by the various technologies classified as LPWA.

Finally, a comprison is made between the various existing LPWA technologies in the mar-
ket, as well as the solutions presented by 3GPP (3rd Generation Partnership Project) for this

type of networks, taking advantage of existing cellular networks.



2.1 Internet of Things

New technologies play an increasingly dominant role in the daily lives of the human being.
Over the last few years, a new concept has gained prominence in the world of technologies.
With an increasinglymportant role in our day, loiE a revolutionary technology that is chang-
ing our lives. The integration of intelligent devices into the everyday life of the human being is
becoming more frequent since they contribute in a very significant way to a better quality of
life of its users. loTappears in this context, in order to allow the interconnection of all these
devices through the Internet, in order to share information with each other and automatically.
Each 10T device has its own way of working, but there is one common feature torexery
they are all interconnected with each other over the Internet. For this communication between
devices to be established, I0T had as its principle an already existing concept, consisting essen-
tially of communication betweemachines, which is called M2 describedn the next sub-

chapter.

2.2 Machine-2-Machine

M2M denotes several concepts, for example: MaNachine, Machingo-Man, Machine
to-Mobile and Mobileto-Machine. However, the most common and most used concept is Ma-
chineto-Machine.

M2M is a geneal concept that can be used to describe any technology that allows certain
networked devices, such as computers, sensors and mobile devices, to share information and
perform certain actions without the need for human being.

Applications that support M2Nprovide benefits to individuals, businesses, communities
and organizations across industries, as they can reduce production costs, optimize processes,
and increase the efficiency of multiple applications.

2.2.1Architecture and data management

Although each implementation of this concept is unique, the overall architecture of an M2M

network is usually common to the various applications. Figureshows an example of an



M2M architecture, which is essentially divided into three parts: M2M dduica network,

communication network and operator network.

Local Network Communication Network Operator's Network

Figure 2.17M2M Architecture exampl§l]

The Local Network is formed by communication between all M2M devices. In this, all ac-
quisitions and data sharing between devisgzerformed. Normally these are sensors, meters,
RFID devices(Radio Frequency Identification) and other related devices. The local network
formed by these devices, interconnected with a suitable gateway, allows the data to be for-
warded to the communicaticmetwork, which then redirects them to the corresponding opera-

tor.

The Communication Btwork consists of the infrastructure that allows communication be-
tween the M2M devices and the applications that handle them, at a high distance. For this pur-
pose, technologies characterized by enabling long range communication such as for example

mobile cellular networks, satellite links affithre optic communications are commonly used.

The Operator's Mtwork allows the data sent by the M2M devices to be received by M2M
servers and applications, which are then in charge of evaluating the receivedddetasa:

guently performing certain actions based on the data analysis performed.



2.2.2 Potential and growth

As can be seen from Figu2e2, the number of M2M connections has grown exponentially

over the various sectors that use this technology.
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Figure 2.2 Prevision of the M2M connecivity worlwide between 2013 &@1.5[2]

According to AnalysisMasonin [2], the number of connections between M2M devices
worldwide is expected to grow to more than 1.3 billion by 2025. This increase will be driven
mainly by the continued growth eimbedded and aftermarket connectivity in the automation
industry and transport, which is increasingly introducing more links between devices over the

years, while also highlighting the contribution of the other sectors to this forecast.

2.3 Definition of loT

loT is, syntactically speaking, formed by two terms: "Internet" and "Things". The first term
defines the basis upon which 10T is sustained, and through which it is possible that the "things",
identified by the second term, can share information withammher. loT aims to bring the
real world as close as possible to information systems, where simple everyday objects, vehicles
or even buildings are equipped with sensors, and enables these objects to intelligently capture

and shag the most varied infornian (i.etemperature reading, humidity, brightness, etc.) and
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can be used in different business areas. In other words, 10T includes any type of physical object
or entity that can be made addressable and has the capability to transmit data without human
intervention, and as such, Machigévlachine (M2M) communications are required to support

it. The concept is to connect to the Internet all the things that are possible and useful to connect,
including things that initially when they were produced were ngxended to connect to the
internet.

As with M2M technology, the I0T concept is constantly expanding and rapidly in the com-
ing years this convergence will unleash a new dimension of services that improve the quality
of life of consumers and the productivof companies.

Although the concept of 10T is becoming more common these days and is undergoing a
major evolution worldwide, its integration in the telecommunications market took several years

to take place, as explained below.

2.3.1Historic evolution of the concept

In 1990, John Romkey and Simon Hackett created the first device to be connected to the
Internet without being a computer, a toaster. This was presented during an INTEROP confer-
ence, in which it was remotely controlled by a computer and was ardemus success during
it. However, during their demonstrations at the conference, bread was manually added to the
toaster, which stripped them of their independence. A year later, a robot was added to the toaster
to put bread into the toaster, making tigstem comfetely autonomous, as shown iigére
2.3.

Figure 2.37 Autonomous toastgB], [4]



Although already existing a device belonging to the world of 10T, the concept itself
emerged fruit of the work developed by the AutD Center. Kevin Ashton, ctounder and
CEO of the company, presented to Procter & Gamble in 1999 a new technology, Radio Fre-
guency ldentification (RFID), and gave the title "Internet of Things" as its title. Rfeinol-
ogy quickly became a success and began to be used primarily in the pharmaceutical industry
because of the ease with which articles were monitored. However, only 10 years later, the 0T
concept began to be praised, particularly in the summer of20&0 information emerged that
Google Street View had not only taken 3f€gree photos but also stored tons of data of peo-
ple's WiFi networks, giving rise to social debate about whether this was the beginning of a new
Go-ogle strategy, not only to indexethinternet but also to index the entire physical wpt]d

The concept of IoT emergad such a way that in 2012, the theme of the largest Internet

conference in Europe, LeWeb, was IoT.

2.3.2 Potential and growth of loT

As mentioned in the previous subchapter, the term IoT had its first appearance in 1999.
Today, the term loT is quite broadddiversified in terms of applications, as will be described
in the next subchapter, in such a way that it is estimated that the number of devices connected
to the Internet by the loT networks is superior to other technological devices, such as

smartphons, tablets, laptops and computers, as shown by the Figure
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Figure 247 10T growthi Number of devices vs. Worldwide populatifi

The number of objects connected to the Internet continues to grow, and in 2008 even ex-

ceeded the number of the total population of the planet.



It should be noted thatéhexponential increase that has occurred in recent years has been
such that if there are currently around 30 billion devices, in 2020 it is anticipated that there will

be about 50 billion devices, about 6 per person, contrary to that which happenedsldypear
when each person usually had only one dejate

More optimistically, Gartner estimated that only about 26 billion devices would be con-

nected to th Internet by 202(b].

It will be effectively from 2020 that IoT will begin to reach its full potentadcording to
the chart in the gure 2.5.
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Figure 257 Lifecycle of new technologi€3]

More recently, Gartner predicts that 8.4 billion connected things will be used worldwide by

2017 [8], which represents an increase of about 31% over the yeaf#9]0a6d conseqgently
an expense total of 2 trillion dollars in IoT equipment and services.

There will be many companies supplying this technology, so the end users will be the big-
gest beneficiaries. Together, the regions of Greater China, North America and Western Europe

will hold over 67% of IoT devices installed worldwide in 2017.

Gartner in the same publication subdivided the 10T market into three broad categories:

1 Consumers Devices used by private consumers;
1 Enterprises: multiple industrieevices used by compiasin multiple industries;

1 Enterprises: private industryDevices used by companies in a particular industry.



The consumer sector is the one with the greatest number of devices installed compared to
the business sectors. By 2020 this sector is expected to hold more than 63% of what represents
the total number of I0T devices, as Table shows.

Category 2016 2017 2018 2020
Consumers 3,963.0 52443 7,036.3 12,863.0
Companies: Multiple Industrie 1,102.1 1,501.0 2,132.6 4,381,4
CompaniesPrivate Industry 1,316.6 1,635.4 2,027.7 3,171.0
Total 6,381.8 8,380.6 11,196.6 20,415.4

Table 2.17 Number of 10T devices per category (Millions of us¢é})

As consumers buy more and more devices, companies are investing more and more in the
loT market. By 2017, investment in the businssstor is expected to excee@l6@ billion,
much higher thn consumer investment of abou25 billion. It is notorious that initially the
investment by the companies is much higher compared to the consumers, however, in the fol-
lowing years, the companies start to obtain the expected return, as indicated i Z.able

Category 2016 2017 2018 2020
Consumers 532,515 725,696 985,348 1,494,466
Companies: Multiple Industrie 212,069 280,059 372,989 567,659
CompaniesPrivate Industry 634,921 683,817 736,543 863,662
Total 6,381.8 8,380.6 11,196.6 20,415.4

Table 2.27 Investment of loT devices per categ@iillions of dollars)[8]

2.3.3l0T challenges

As discussed in the previous subchapter, IoT will bring many benefits in different areas of
application. However, as the loT market evolves, there are some issues that need to be ad-
dressed. Today, the IoT market is going through (or will pass in the Ytieréllowing chal-
lenged>5]:
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Security;
Privacy;

Interoperability;

A =2 =4 =2

Treatmenbf the data.

Security in 10T networks is very important as it can cqasential privacy breaches in the
case of a consumer or represent security risks in the case of companies. The fact that each device
can send or receive information through Internet raises many concerns. One of the main reasons
for this concern is that mbef the devices are in vulnerable locations and therefore more easily
susceptible to external attacks. In this way, it will be necessary to apply some security tech-
niques, and cryptography is often used in this sense. Methods such a&dMasced Encryp-
tion Suitd, RSA RivestShamirAdleman and DH Diffie-Hellman) would be plausible to use,
however, due to the small size and limited processing of many devices attached to this type as
well as the limited transmission rate, may inhibit encryption andr attoege robust security

measures to be used.

Interoperability of the various 10T devices is also a challenge in the IoT market. As will be
described in the next subchapter, there are several technologies and consequently several man-
ufacturers of loT device Thus, it is to be expected that there are several different communica-
tion protocols for each entity, and consequently incompatibility between the 10T devices of
each of them. The existence of interoperability between the various entities will alldlnetieat

is only one global standard that defines the rules regarding the operation of the 10T devices.

Finally, 10T devices may have to generate large amounts of information, sometimes even in
real time, depending on the type of application. The proceassidgnalysis of large amounts
of data implies that a greater capacity is required for the gateways who receive all this infor-
mation. In this way, companies will have to be safeguarded to ensure the correct preparation

for the growth of the IoT market.
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2.4 10T technology overview

In the past, conventional communication protocols evolved to offer higher data rates with
each generation, tryirgather the usereedghat were using bandwidtheavy applications like
video streaming or large file downloads.the IoT though, the senders and receivers of data
are mostly sensors that, depending on the application, may not require high uplink or downlink
speeds, since they communicate spggyi and transmit only a few kBits/s

There are various architectures atfging to represent how IoT devices will operate. How-
ever, the most basic model can be identified in a stack consisting of three components, each one

corresponding to a different higavel task, as depicted in thegEre2.6:

. Gather data
- Analyze
Send commands

' ) - Reliably convey
— ‘ data and
3 commands

i Send and receive
data and
commands

Device

Figure 2.67 The loT layerstructurg10]

1) A Perception layer collects data from sensorsamdrols actuators;
2) A Network layer interconnects devices so that they can share information
between themselves or with a centralized data sink;

3) An Application layer stores, interprets and makes use of the collected data.

The IoT scenario poses some keyuirements that needs to be tackled and solved by any
technology operating at the Network layer, sucflag
Low Power Consumption: Most of loT applications require long battery life devices, once
that in most IoT deployments, due to the accessilgsyrictions, manually batteries replacing
leads to an enormous logistical expense. Typically, the 10T devices are supposed to #goradica
transmit small size packets wisimplified protocol stacks and improved sensitivities, which
lead to a low power esumptionFor that,a battery lifetime of 10 years or more with AA or

coin cell batteries is desirable to bring the maintenance cost ¢ttiyn.
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Scalability: The technologyhat will supportthe 10T infrastructure needs to achidlie best
possible efficiency, handling at the same time Viifguent network congestion and pasket
collision caused by the massive number of connected devices, and consetjugintigpid
growth. It is forecastd thatthe device density will be in therder of 60000 devices p&d
[10].

Low Device costTo havea reliable and profitable business case for 10T, the devices cost needs
to be as cheap as possilygically 1-2 (tq help vendors gain an edge in the marketbyicing
the price for a devicfl3]. Furthermore, the network installation and maintenance sladsod

follow the same constraints.

Long Range and Deegndoor Coverage The loTinfrastructuresare designed for large cov-
erage ranges and deep indoor coverage, bgreng link budget for 20 dB[14]. Thus, it

should allow the connection between ataVices and the base station at a distance that range
from few meters to tens of kilometers dependinghendeployment environment (urban, sub-
urban, rural, etc.). It also turns possible to communicate with devices that could be located in
the basement of buildings, behind concrete walls or elevators.

The capability of an 10T network protocol to fulfill theoeementioned requirements needs
to be carefully investigated before a massive deployment can be implemented since different
IoT applications have different requirements, depending on many factors, such us, the data rate.

Considering the fact that high datates bringwith them large power consumption, with
power being a resource highly constrained in 10T devitesn be concludethat it is worth
examining the possibility that for certain applications, lower data rates are not only better, bu
actually ideal.

Table 2.3illustrates fiveloT applicationsexamples, where different requirements can be
seen among the different applicatiosigch agpower consumption, eerage data rate and pe-

riodicity.
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Category Use Case Coverage Energy Troughput Periodicity Mobility RealTime Security

Water/Elec- . Tens of .
. . Urban Areas Low Medium . No Medium Low
Infrastructure  tric/Gas Metric minutes
monitoring Agriculture/soil . . .
& ol Open fields Low Low Event driven No Low Medium
oi
Traffic conges- . Tens of . .
. o Urban Areas Low High . High Medium Low
Transporta-  tion monitoring minutes
tion Public transport ) ) . ) .
Urban areas Low Medium Event driven High Medium Medium
management
. Urban ar-
Supply chain o . .
oo eas/inbuild- Low Low Event driven Medium Low Low
monitoring .
Asset track- ing
ing Urban ar-
. . . Several . .
Vehicle tracking eas/open Low High . High Medium Low
) minutes
fields
Access control
& building secu-  In-building Low Low Event driven No High High
. rity systems
Security
. Urban ar-
Natural disasters . . .
eas/open Low Low Eventdriven No High Medium
preparedness )
fields
Urban ar-
Health status o . Tens of .
o eas/inbuild- Low Medium . Medium Low Low
monitoring . minutes
ing
Healthcare
Urban ar-
Medical alert eas/inbuild- Low Low Event driven Medium High Low
ing

Table 2.3i Different loT applications requiremerfts5]

The low energy consumption is an extremely important parameter and common for the var-
ious IbT applicationsdescribed in Table 2.3Reducing consumption is a factor that greatly
influences the energy efficiency of theel' applicationand therefore taken into accountany
type of wireless networK 2].

At the coverage level, each applicatihas a specific type environmemhiere it ismore
suitable Applications in the transport sector are usually integratedain urban type of envi-
ronment, while applications in the agricultural sector are more geared towards open (rural) en-
vironments.

It is also necessary to take into accounfeodicityand amount of data that is transmitted
by the IoT devices. In the case of the agricultural sector, devices can send little information
over a long period of time, unlike vehidiecking that the continuous sending of |lamd@ta
data is very important.

It is expected that the number of connected consumer electronics and M2M devices will
exceed the number of human subscribers that use mobile phones, personal computers, tablets
and laptops by the year of 2020 (Figdr4). This leads to an expected total/tte connection
to be aroun@6 billion by 2020[6].
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Connectivity is the foundation for IoT, and the type of access required will depetined
nature of the applicatiorCurrently, there are many loT connectivity solutions with different
network standards that aims to cover all the examples bellow, and they are described in the next

subchapter.

2.5 Solutions for 10T connectivity

Threedifferent main wireless technologies have been designed so far to connect IoT devices
which vary in range, throughput and cost.
Not necessarily only one of these approaches will survive, since each one has some strengths
and weaknesses when compared tootiers. Nevertheless, there is currently a competition
between multiple architectures, and that one will prevail and end up providing the bulk of the
connectivity to 10T device§.he purposed wireless technologies are presented next.

2.5.1WSN 1T Wireless SenspNetworks

WSN (Wireless Sensor Networks) technologies create small networks, typically covering
and interconnecting the devices owned by an individual or operating in a house. These standards
provide low data rates arghortrangecommunication, in ordeto focus on efficient battery
use.Several low power wireless technologies can be utilized for WSNs, however, most of the
references tend to focus mainly on Bluetooth and Zigbee, sutbleend[17]. A brief of this

technologies is presented below.

2.5.1.1 Bluetooth

Bluetooth classic is WPAN (WirelessPersonal Area Btwork) technology based on IEEE
standard 802.15.1. It utilizes the licensed free 2.4 GHz frequency band in the ISM spectrum,
with up to 1MHz channel frequency band.

Released ir1999by Ericsson, Bluetooth v1.0 was initially designed to, wirelessly, replace
cablesto connect devices typically used together, such as cell phones, laptops, headsets, key-
boards, etc., offeringmaximum data rate up to 1Mb/s, a&gopting FHSS (Frequency Hoping
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Spread Spectrum) transmission technique, and a short range of communicahenyy, up
to 100 m (at maximum transmission power), realistically,06m.

After v1.0, Bluetooth SIG (Special Interest Group) has released more 3 Bluetooth classic
versions, within multiple updates throughout the time, BitE (Bluetooth Low Energyyvas
released18].

Fully compatible with classic Bluetooth, tlegtension provides an even more loypexver
interface than the clasdBiuetooth ands optimized to communicate with velgyw power de-
vices, such as watess sensors.

TheLow-Energyextensions were inspired by the need to support sensors in home and office
environments, including motion sensors, light detectors, thermostats, pedometers, and heart
monitors. The designds power targetnasimgls t o r
coin cell (approximately 200 m)and to communicate with it using a laptop or cell phone at a
data rate suited to these applications. In fact, Bluetooth LE is limited to approximately 200
kbps, but is adequate to support common sensor apptisahat require only a small amount
of data to be transmitted periodically, perhaps once per second atemilepending on the

situation[19].

More recently, the Bluetooth SIG has presented the specifications of Bluetooth 5, whose
primary purpose is to offer significanmlgancements compared to the preceding specification,
regarding the range, speed, and broadcasting capacity. In the twisted battle for the control over
the 10T communication standards, these new improvements aim to help BLE to prevail and to

become the ulthate standard for Io[R0].

2.5.1.2 IEEE 802.15.4/Zigbee

Zigbee is one of the most widely utilized Wireless Sensor Network standards with low
power, low data rate, low cost and short timegeharacteristics, simple to develop and deploy
and provides robust security and high data reliability.

Zigbee is commonly called IEEE802.15.4, however, they are not the same. ZigBee is a
standard based network protocol supported solely by the Zigks®calthat uses the transport
services of the IEEE802.15.4 network specification. ZigBee alliance (software) defines the net-
work, security and application layers. IEEE802.15.4dare) defines the physicandthe
MAC (Media access control) layers MdfSN6 E21].
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Supporting three dicensed frequency bands, 868 MHz (Europe), 915 MHz (North Amer-
ica and Australia) and 2.4 GHz (worldwide), Zigbee is capable of offering up to 20kbps, 40kbps
and 250kbps data rate respectijg].

The IEEE 802.15.4 standard employskédand 16bit short addresses to support theoreti-
cally more than 65,000 nodes per netwatigBee network can have up to 653356 devices, the
distance between ZigBee devices can be 297 up to 50 meters, and each node can relay data to
other node$21].

Zigbee uses DSSS (Direct Spread Spectrum Sequence) transmiskimguecwhich is
able to provide a very significant range (up to 150 meters), ancawiény good power con-
sumption (ypically around 1 mW). This leads the capability of making a very big network,
which covers significant distances, and with less povar Biuetooth, which uses FHSS trans-
mission technique.

A general comparation between Zigbee and the various classes of the Bluetooth technology

are presented in the following table:

Feature Bluetooth Classic Bluetooth 4.x Bluetooth 5 IEEE 802.154 - ZigBee
Radio Frequency (MHz) 2400 to 2483.5 2400 to 24835 2400 to 2483.5 868.3, 902 to 928, 2400 to 2483.5
Distance/Range (meters) Up to 100 Up to 100 Up to 200 Up to 150
Medium Access Technique Frequency Hopping Frequency Hopping Frequency Hopping CSMA/CA
Nominal Data Rate (Mbps) 1-3 1 2 0.02-0.25
Latency (ms) <100 <6 <3 <4
Network Topology Piconet, Scatternet Star-bus, Mesh Star-bus, Mesh Mesh
Multi-hop Solution Scatternet Yes Yes Yes
Profile Concept Yes Yes Yes Yes
Nodes/Active Slaves 7 Unlimited Unlimited Unlimited
Message Size (bytes) Up to 358 31 255 100
Certification Body Bluetooth SIG Bluetooth SIG Bluetooth SIG ZigBee Alliance

Table 2.47 Comparison of features between Bluetooth and Zifp@le

2.5.2 Cellular 10T

WSN technologies identifiedboveare mainly limited by their short rang&lthoughthis
need of rich coverage has been solvedhgexisting cellular technologies (usually with low
bandwidth), e.g., GSM (Global System for Mobile communicatid®s$)T S (Universal Mobile
Terrestrial Servicg etc., or satellite connectivity, the increasmbts and the high level of
power demanded by these systems make them unsuitable faetom@12M networks com-

posed by a massive number of devices.
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Due to thelimitations ofthe WSN technologiesand thisd e ma n dby the téaditional
cellular netvorks, he3GPPproposedCloT (Cellular IoT)standards, whichperate in licensed
bands and leverage the already existing cellular network coverage to provide internet access to
IoT devices: he fact that the infrastructures for the network are already installadyreat
benefit and will make deployment time very short.

Currently, three different standards have been mep&C-GSM (Extended Coverage GSM)
LTE-M (Long Term Evolution for Machinegind NBIoT (Narrowban€loT).

EC-GSM is designed to leverage anaprove on legacy EDGEEnhanced Data rates for
GSM Evolution)and GPRYGeneral Packet Radio Servisgstems to provide better coverage
and range, with limited power requirements.

LTE-M will integrate with LTE to make use of its capacity and performamckbring new
power saving options to increase device battery life.

Finally, the new NBIoT standard will focus on ultrfeow-end 10T applications, once again
leveraging the existing LTE infrastructurés4]

Although CloT might sound a good solution for an loT network connectivity, these tech-
nologies are still in a very early stage of deploymewtnthoughLTE-M being expected to be
released soofi1], the usagef licensed frequencies involves operating ctisasare notneg-
ligible. Moreover,the high data rates that arees#d to the connectezhddevices leads to
significant power consumption, which magdome ayreat issue for battery power devices.

5G networks are also expected to provide connectivity to 10T devices by design, in order to
compete even more with the proprietaries and most frequently used loT technologies in the
market, the LPWANdescribd inthe next subchapt¢23].

2.6 LPWAN T Low Power Wide Area Networks

Sensor networks have survived so far with the existing classic solutions described above,
but the main point of industrial M2M networks is the huge increase in the number of devices
composing them and the notable widening of the covered areas.

According b Analysis Mason ifi2], the number of M2M connections will increase to about
1,3 billion by 2025 (Figur@.2) and this enormous growth requires (i) minimized cost per unit;

(if) optimized edgenodes energy consumption; (iii) high network scalability; and (iv) wide
networkcoverage, which none of the technologies described before offers.
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As a result, another range of protaaind technologies called LPWANS arisen as one
of the most promising IoT enabling technologies and with the promise to complement the ex-
isting cellubar and short range wireless technologies in addressing diverse requirements of 10T
applications.

LPWAN is a generic term for a group of technologies that are characterized by having a
wide coverage, with a lower power consumption, when compared to otheohnectivity
solutions. These features are possible due to the sporadically transmission of small packets at
low data rates. These group of technologies aims essentially to offer unique sets of features, by
prioritizing longer range and low power, ovegher bit rates.

Until recently, most M2M and loT services have largely relied on WSN and traditional
cellular networks for their wide area connectivity requirements, however, those are proved to
not be the most suitable technology to be used for lohexdivity, but yes, LPWANThe
conceptual differences between WSN, Celkmatwork and LPWAN paradigms are presented
in Table25.

WSN Cellular Communications LPWAN
Limited bandwidth High bandwidth Limited bandwidth
Sporadic traffic Continuous traffic Sporadic traffic

High number of devices  Limited number of devices  High number of devices

Short coverage Wide coverage Wide coverage
Reduced network Expensive network Reduced network
and device costs and device costs and device costs

Table 257 Difference between WSN, Cellular Communications and LPWAN paradifdapted
from [24]

LPWANSs presents better tradeoffs between range, coverage, data rate, power consumption
and cost, when compared to the other I0T connectivity solutions, making them unique candi-

dates for loT applications. Figuge7 highlights these compromises.
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The key objective of LPWA technologies is to achieve a long range with lowerpoon-
sumption and low cost unlike cellular networks, for which achieving higher data rate, lower
latency and higher reliability may be more important. Because of that, LPWA have a tremen-
dous mar ket forecast i n the sesolgienteghnologye c o mi r
for 10T connectivity.

2.6.1LPWA Market forecast

The market for LPWA technologies has enormous potential and so there are many sources
of research with different opinions. According to Strategy Analyti§86f more than 1 biibn
LPWA connections are expected by the end of 2018, which doubles by the end of 2019, and
still rise to more than 5 billion by the end of the year 2022. In terms of profit, more than $ 13
billion in revenue from connectivity is expected by operabdthese technologies. Figure 2.8
il lustrates theyore prediction on the numbert

various business areas.
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Analysis Mason, in a more optimist way, expects about 3.5 billion LPWA connections and
a revenue of 5 billion dollars for the same period of Z@7Z2.

Despite the lack of results between the two sources, it is similar for both that the number of
potential applications for this type of networks will be a grovitegd and will cover practically

all business areas, generating quite acceptable revenues.

2.6.2 Design goals

The success of LPWA technologies lies in their ability to take the most benefits of both
traditional cellular and sensor networks, and combine thémone single technology to over-
come the main IoT goals, already desdalilechapter 2.4: Low device cost; Low power con-
sumption and Long Range.

Among these goals, probably the two former ones are the easiest to reach.

Low device cost can be achieveddue t he | ess complexity of

The lifetime of ten years of battery can be achieved by limiting the number of messages sent
by each node per day, giving them an extremelypower communication, although this nat-
urally limits the range of apmiations[12], [28].

Therefore, the third problem, namely the long range, is the main focus in this thesis, thus

described next.

2.6.2.1 Long Range

The main goal in theongrange is to achiee a wide area coverage and an excellent signal
propagation to hartb-reach indoor places, such as basements, with a target of a +20 dB gain
over legacy cellular systems and also a link budget of 150 +10 dB that enables a range of a few
kilometers and tesof kilometers in urban and rural areas respectively-&tdb band and
special modulation schemes are exploited to achieve thigigtjal

1 Sub-GHz band: Firstly, when compared to the 2.4 GHz bahd,lower is the frequency

(', the bigger is the wavelength ( and consequently less attenuation will be caused

mainly by the obstacles present in the connection, allowing a better received power
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(0 , and consequently a good link budget link. Equation 2.1 demonstrates this affir-

mation:

0 0 'O 0 — ,where_ -— (2.1)
Secondly, sufsHz is less congested than 2.4 GHz, a band used bypopstar
wireless technologies e.g. Bluetooth, ZigBee. The resulting higher reliability enables

long range and low power communication.

Modulation techniques Also according to the expression above, the more distance a

signal reaches, the more attenuated it gets and therefore, more difficult it gets to be re-
ceived. LPWA receivers have the particularity of decoding severely attenuateld signa
correctly, through the modulation scheme they use. The type of modulation, thus the
number ofd “OM i & dtéuses §  hdirectly affects the range of the link. Expression

2.2 shows that, the slower is the modulation rafe (more energgan be allocated in

each symbol, decreasingthe datarate( Thi s al |l ows t o raise tF
which in LPWAN technologies is arounti30 dBm.

Y YzZ( WO (2.2)

Thus, two classes of modulation approaches heea adopted by different LPWAN
technologies, namely, Narrowband and Spread Spectrum. A description on both is given
bellow:

A Narrowband makes use of narrow RF channels (with bandwidth usually less than
25kHz) to provide higher sensitivity and long rangéhat expense of limitedata

rates. A particularity of arrowband modulation is callééNB (Ultra-Narrowbandl,

which uses a bandwidth as short as 100 Hz further reducing the experienced noise

and increasing the number of supported-dadices (e.g., SigFoxhowever also

decreasing drastically the data rate, raising théirag of each transmission, which

are limited according to the regulatigid].

A Spread Spectrumtechnique consists in the spread of a narrowband signal over a
wider frequency band (typically with a bandwidth in the order of 50kHz, 125kHz,
or 500kHz), but with the same power density. This allows to lodge multiple users in

one single channel, as long they use orthogonal codes.
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There is no definition of ideal modulation technique in 10T. Each of the techniques described
above have their vantages and advantages, as described. It all depends on the LPWA technology
to decide which modulation to use.sfpectrum comparation between these teclescare il-

lustrated in Figure 2.9

Power

Ultra Narrow Band
BW =100 Hz

o

Narrow Band

BW = 25 kHz
/ Spread-Spectrum .
BW = 125 kHz Noise Level

,,,,,,,,,, //

Frequency

Figure 2.97 Spectrum comparation between Narrow Bduditta Narrow Band
and Spread Spectrum sign{se]

In the next suthapter LPWA proprietary technologies will be further described, but Sigfox
and WeightlesN are a few examples of LPWA technologies that use UNB modulation,
whereas spread spectrum can have two different vari@&S: (Chirp Spread Spectrum) and

DSS (Direet Sequence Spread Spectrum), used by LoRa and RPMA respectively.

2.6.3 Technologies

Recently, a number of different platforms following the LPWAN paradigm have arisen,
each of them with their own particularities and individual features that makes thersuitore
able for different types of 10T applications. However, all of them aiming to achieve the goals
mentioned before. With an exception of a few, most of these technologies use-thBezsub
unlicensed ISM frequency band, which offers robust and reliable coiation at low power

budgets.

In the following section it is presented an overview of some of the most prominent LPWAN

platforms so faf31]. Many of these proposals are still in an early development stage and others
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have already begun their architecture deployment. SigFox, Weightless, Ingenu and LoRa are
currently the pldbrms with the greatest momentum and they have been reviewed in recent
works [19], [11]. To this last one is given a special focus in the next section, since it is the

adopted technology in this dissertation.

SIGFOX [32] was the first LPWAN technology proposed in the lIoT market has been grow-
ing very fast since then. Funded in 2009 in France, this proprietary standard offersten end
end LPWAN solution based on its patented technology to serve low throughput M2M and IoT
applications. The current access to the Sigfox network includes coverage over more than 50
countries.

Sigfox employs a proprietary UNB (100 Hz) modulation DBPSK (Differential Binary Phase
Shift Keying) in the suisHz ISM band carrier. By using UNB, Sigfoxgmotes bandwidth
efficiency and experiences very low noise levels. This results in a high receiver sensitivity and
a very low power consumption. However, this benefit comes at a price, with Sigfox only achiev-
ing a maximum data rate of 100 bps and by tratisg messages with a maximum payload
length of 12 bytes in uplink and 8 bytes in uplink, with a maximum of 140 messages that an
enddevice can send and only 48 messages allowed for the gateway to send.

Meanwhile, using this low bitrate permits largagas of 10 km and beyond with very low
transmission power, which allows saving energy atedged es. Si gf ox6s t echn
a typical stanéby time of 20 years with a 2500 mA batt¢By].

Sigfox also claims that each gateway can handle up to a million connected objects, with a

coverage area of B80 km in rural areaand 3 10 km in urban ared83].

Weightless[34] is both the name @f group, the Weightless Special Interest GrMBIG),
and the technology. Weightless technology delivers wireless connectivity for LPWANS specif-
ically designed for the Internet of Things. The Weightless SIG proposed three standards
(WeightlesswW, WeightlessN, WeightlessP) each providing different features, range and

power consumption while still operating in the sBblz band.

WeightlessW standard relies on a system with a star topology which makes use of the TV
whitespace spectrum. It provides sevemaldulation schemes, spreading factors and packet
sizes. Weightles®V claims data rates from 1kbps to 10Mbps with very low overhead. Further-

more, communication ranges can be established along 5 kilometers. The shared access of the
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TV white spaces is perméttl only in few regions, therefo®SIG defines the other two stand-

ards in ISM band, which is globally available for shared access.

WeightlessN, likewise Sigfox, supports a star network architecture for unidirectionality only
communications with eonnectivity up to 100 bphitough the adaptation of a UNiBodulation

with a significant energy efficiency and ranges of several kilometers, even in challenging urban
environments. This is possible due to simaplicity of this solution.

WeightlessP putstogether the most appropriate attributes of the previous standards and claims
to be essentially focused on the industrial sector, aiming to offer performance along with net-
work reliability and security characteristics. It uses a narrowband modulatiomesGMSK
(Gaussian Minimum Shift KeyingandOQPSK(Offset Quadrature Phase Shift Keying) with
channels of 12.5kHz in both ISM and licensed spectrum and with an adaptive data rate in the
range between 200 bps and 100 kbps.

In order to provide the reliabiyi demanded by some industrial applications, Weightiess
presents valued features such as acknowledged transmissionastertemission, frequency
and time synchronization, channel coding, among otft¥.

Table 2.6summarizes the key priorities of each Weightless standard described above.

Standard Weightless- W Weightless- N Weightless- P
Modulation 16-QAM, BPSK, UNB DBPSK GMSK, offsetQPSK
QPSK, DBPSK
Band TV white spaces ' ISM SubGHZ SubGHz ISM or li-
470790 MHz EU (868 MHz), censed
US (915 MHz)
Data rate 1 kbps10 Mbps = 30kbps100kbps 200bps100kbps
Range 5km (Urban) 3km (Urban) 2km (Urban)
Nre of channels 16 or 24 channels Multiple 200 Hz Multiple 12,5 kHz
(UL) channels channels
Topology star star star
Packet Size >10 bytes <20bytes >10bytes
Authentication AES 128b AES 128b AES 128/256b

and Encryption
Table 2.67 Weightless standards specificatighg], [31]

Ingenu, formerly known as OiRamp Wirelesshas been pioneeririge standardization of the
physical layer specifications dar IEEE 802.15.4k standar@he company developed and
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owns the rights of the patented technology called RPMA (Random Phase Multiple Access)
which is deployed in different networkgnlike most other LPWAN technologies, it does not
propagate in the suBHzb an d . Il nst ead, | n g2ediGHDISM bRfe b o per
to more relaxed spectrum regulations on radio duty cycle and maximum transmission power in
this band across multiple regiomPMA is reported to achieve a receiver sensitivity of about

142 dBn and 168 dB link budg¢85]

LoRa is a physical layer technology that modulates the signals inGHB ISM band using
a proprietary spread spectrum technigurech was initially developed by Semte[36], and
now is under the control of the LoRa Allian&7]. Unlike the LPWAN technologies described
above, IbRa is based on CSS modulatievhich spreads a narrow band input signal over a
wider channel bandwidth. The resulting signal hasendike properties, making it harder to
detect or jam, thus distant receivers can decode a severely attenuated signal several dBs below
the noise floor. Very long range of communication can be achieved with LoRa thanks to the
sub-GHz radio bands and vergw data rates, ranging from 300 bps to 37.5 kbits/emndipg
on the channel BW (Bandwidth) which d25, 2% or 500 kHzand theSF (Spreading &ctoy),
which isthe number of chirps per symbol.

LoRa supports multiple spreading factors (betwed2)/to deide the tradeff between
range and data rate. Higher spreading factors delivers long range at an expense of lower data
rates and vice vers®oreover, the spreading factfur a LoRa link may be varied depending
on the communication distance and desoreair time. Since the spreading codes for different
SFs are orthogonal, the simultaneous transmission in the same frequency channel using differ-
ent SFs is possibld3]. LoRa also corninesFEC (Forward Error Correctionyith the spread

spectrum technique to further increase the receiver sensitivity.
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LoRa technology

3.1 Introduction

This chapter presentn overview of the LoRa technolggyamely the LoRa and the Lo-
RaWAN specifications

Section 3.2 describéke physical layer, LoRa, with the descriptioreath parameter (SF,
BW, CR). It also describes the packet structure, and the-Omdir calculations.

Section 3.3resents an architecaiof the LoORaWAN system, where each indiual con-
tributor is detailed, including the embdes classes. Finally, the edelvices setup and the spec-

trum regulations are also reflected.

3.2 Long Range (LoRa)

LoRa technol ogy, whi c hsidtillg prapesedfbpSemt&§R6p n g Rar
and is currently developed by the LoRa Alliafj@8é]. Having energy consumption as a major
priority, the system aims at being usable in batewered devices thatgeire a long lifetime.

LoRa can commonly be associated to two distinct layers: a physical layer (PHY) that uses a
proprietary radio modulation owned and patented by Semtech, the CSS (Chirp Spread Spec-
trum) and forward error correction techniques to makecttmmunication robust against noise
and interference and also increasing the receivers sensitivity; and a MAC layer protocol devel-
oped by the LoRa Alliance and defined as LoRaWAN, which enables manyegiwks to

communicate with a single gatay usinghe LoRa modulatiof38].
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3.2.1Physical Layer

LoRa physical layeusesCSS modulaon, a proprietary techniquiaitially developed and
patented by Cycleo, a French company acquired by Serf@éHo modulatethe signals in
the subGHz ISM.

The idea behind CS®odulationis that a sinusoidalarrowbandsignal of linearly varying
frequency andixed duraton, calledchirp,c an be empl oyed to fAspread
wider spectrum thart would normally need to occupy, conferring higher resilient to the signal
as a result.

The transmittestarts by generatinghirp signals by varying their frequency oviene while
ensuring the phase remains constativeen adjacerthirp symbols. These chirps are often
referred to as uphirps, if they are continuously increasing in frequency, or dohvrps if they
are continuously decreasing in frequency.

The resultingsignal is noise alikayhich is resistant to multipath fading and doppler shifts,
robust to interferences and jamming attacks and difficult to ddmptackersallowing LoRa
devices to beeachablen movementasit concluded in thestudies from the authors ifi39],

[40]. Moreover, it enables LoR&ystems to demodulate signals that are 20dB below the noise
floor when the demodulation c@mbined withFEC (Forward Error Correctiorto further in-
crease the receiver sstivity [41].

LoRa technology allows to adjuséveral parameteis the physical layemamely, théY0
(Transmission Powerp "QCarrier Frequendy 6 w(Bandwidth),”Y " (Spreading Factyrand
0 "MCoding Rate) The combination of these parametersvidesdifferent energy consump-

tion, transmission range and resilience to ndisgescription otheseparameterss givennext:

{ Carrier Frequency ( F 9. LoRamakesuseof thesulbGHz bandas described already
in this dissertationCommon LoRa modas, such as the Semtech SX1942] suppors
communication in thérequency range [860020] MHz.Eight channelsseparated by
0.3 MHzcan be used to communicate in Eheopean 868 MHz ISM band.

1 Transmission Power 4| [}. Similarto almost alLPWA technologies, LoR&ansceiv-

ersalsoallow for adjusting théransmission poweagffecting drasticallghe energy re-
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guired to transmit a packet. Bycreasing the transmission powire power consump-
tion also increases, but maximizes the range ottdmmunicatiorink. Transmission
poweris, however limited via Hardware trough the legal regulatidepending on the
frequency band LoRa operates. Fmtance, the maximum transmission power of LoRa

modules in the Europe region (868 MHz band) is +14 dBm.

Bandwidth (|| 37): BW represents the range of frequencies in the transmission band.
LoRa provides three scalable BW settingd 25kHz, 250kHz and500kHz.
Thehigheris the bandwidth, the shorter is the air tioie@ packet, but consequently, the
lower is the sensitivity of the receivendvice versalLora ransmittes sends the data
at a chip rate equal to the system bandwidth in chipsemma, meaning thatk. o Ra 6 s
Chip-Rate {Y is computed as:

Y 6 6 GO (3.1)

Spreading Factor(-|| 3: CSSmodulation is performed by representing each bit of pay-
load information by multiple chips of infimation. The ratio between tlehip rate

(Y and the rate at which the armation is spread ymbol rate Y ), expresses the
spreading factor, anitirepresents the number of symbols sent per bit of informadtion.
LoRa, ech symbol is spread by a spreading code of lengtlehips.The lengthof the
spreading code can be from 6 to 12, althotgfuse of spreading factor 6 is currently
not enabled by Semte¢B6], resuting in a range frong to ¢ chips/symbol and a

symbol ratg'Y that can be computed as:

Y — — i 04 oB ai (3.2

From Ejuation 3.2the duration of a LoRa symb@l can be determined hatis

given by:

Yo— — (3.3

It is important to highlightthathte u s a g e o fleadsto tratleeffs betweenS F 6 s

throughput, coverage area, link robustness or energy consumption.
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Hi gher SF 6 sSNR (Bigmaim-acsse Ratio)ak well adowersensitivity and
higherrange, but also increases the total duration of the pamhkdtzonsequently implies

a slower dataate.
Table3.Ir el at es t he avchpléngthnlLeRa:SFO6s and t he

Spreading Factor (SF) Chip length- ¢ (chips/symbol)

7 128
8 256
9 512
10 1024
11 2048
12 4096

Table 3.11 Relation between Spreading Factor and the Chip length

It can be noted from Table 3that echincrement in the SF halves the transmission rate

andthereforedoubles theéime-on-air, increasinghe energy consumption of a LoRa device.

1 Coding Rate (CR):

In order to enhance the robustness of the communication link, such its reliability in the
presence of interference, LoRapportdECtechniques with a variable numbertofedundant

bits, ranging from 1 to 4. CR is given by the following expression:

5Y — (3.4

The more interference bursts are expected, the higher the coding rate that should be used to
maximize the probability of successful packet recep#dirhough higher CRralue giwes extra
protection, it alsancreases the TofTime on Air)

By taking into account the parameters previously describgahtion3.5allows to compute

thenominalbit rate (Y ) of a LoRa transmission:
Y YO—z8 'Yon i (3.5

Throughthe expression aboy# canbe concludel that for a fixed coding ratehe symbol
rate and the bit rate at a given spreading factor are proportional to the frequency bandwidth, so

a doubling of the bandwidth will effectively double the transmission rate
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For instance a setting with BW = 125 kHz, SF = 7, CR = 4/%eag a bitrate of'Y
Ld "QOdwhile the same settings but with a bandwith of 250 kHz gives a bit rate of
p FQ0OG

Figures3.1a), b) and cjllustrate the relation between these thpaeameterswhereasone
of those remains fixed, varying the other two.
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3.2.1.1 Packet structure

Semtech'sransmitters and receivers implement a specified physical frammeaf for infor-
mation exchangd. o R a 6 s stpcuce ks ednsisted of a Preamble, an Header and a Payload,

and the bandwidth and spreadi ngphysialdrantens ar e ¢
shown in Figure 3.2
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Coding Rate = 4/8 Coding Rate = 4/(4 + CR),where CR =0,1,2,3 or 4
| J
[ | |

PHY Frame Preamble L] i Payload Payload CRC

4 bytes
size Min. 4.25 symbols (explicit mode only) Max. 255 bytes 2 bytes

Figure 3.2i LoRapacket structurgl6]

Preambleis used to sync the receiver with the transmittérebeginning of a transmission.
The preamble starts with a sequence of constanhups that cover the whole frequency band.
The last two ugchirps encode a sync word, which is a-tayee value that is used to differentiate
LoRa networks that use tteame fequency bands. Accordingly {d3], the sync word for
EU863870MHz ISM band is defined as 0x34, meartimat a device configured with this sync
word will stop listening to a transmission if the decoded sync word does not match its configu-
ration.

The sync word is then followed by two and a quarter downchirps, for a duration of 4.25
symbols. Intheband menbned above, 8 programmed symbioléow the min. length, meaning
the total preamble length can be configured between 12.25 and 65,539.25 symbols.

Headeris an optional parameter thedrries the information about the LoRa configuration
and the size ahe payload. The optionality of the header is useallow disabling it in situa-
tions where it is not necessary, for instance when the payload length, coding rate and CRC
(Cyclic Redundancy Checkyesenceare known in advanc®epending upon the choserde
of operation two types of header are availabjalicit header mode and implicit header mode.

In explicit mode, the number of bytes in the header field speéifi€3code rate, payload
length and presence of CRC in the frame.

The implicit mode is ugsewhen the payload and coding rate are fixed, allowing to remove
this field from the packeflhe implicit header is always encoded with the FEC of the highest

code rate of 4/8.

Payloadis a variabldength field with a maximum of 255 bytes that contagither Lo-
RaWAN MAC layer control packets tie actual data coded at the error rate either as specified
in the header in explicit mode or in the register settings in implicit n@peonally, it can be

followed by the pyloadCRCfield that contains 2 ligs for error protection.
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3.2.1.2 Time on Air

For a given combination &F, CR andBW, the total transmission tim@ften called Time

on air)of a Lora packe "Y is the sum of the duration of the preamblg and
the transmitted payloadY , given by Equation 3:6
Y Y Y (3.6)
The preamble lengtfiY ) is calculated as follows:
Y ¢ thy v8Y (3.7
Wheree is the programmed preamble lengiich can vary between regions,

but in Europethe LoRa protocol uses 8 symbols.

The payload durationY depends upon the header maklat is enabled. Equation

3.8gives the number of payload symbols, recurring to equation 2.5.

8% 3 2"y (3.9

The computation of is howevermore complicated, since it dependsmany dif-

ferent parametersuch as

PLoadi Number of bytes of the payload;

SFi Spreading factar

IH 7 Implicit Header (IH= 1, when impicit header mode is enabledy = O when ex-

plicit header mode is usgd

1 DET Data Rate Optimization (BH. indicates the use of the low data rap¢imization
and DE=0 when disablgd

1 CRC1 Cyclic Redundacy Check on tpayload (CRC = 1when CRds usedCRC=0
wheni t 6% not

1 CRT Coding Raterangingfrom 1 to 4.

E g ]

Given the above parameters, the number of payload symasolts in:
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¢ Y I A Qo z §°Y 1 h?

(3.9
The total packet duration can be siifiptl using Equations 3.7 and 3ahd is described as:

Y Y ¢ 3 Tht v (3.10
From the abovexpressionthree different analysis were performedconcludedoes the
payload variation affect thital air timefor a LoRapacket, by varyinghe SE CR and BW
For this analysis, differemqtayload sizesvere defined10, 50,100, 150, 200 and 250 bytes
The results obtained are illustratedrigures 3.3 a), b) an).

0,7 0,5
—@—Payload = 10 04 =@ Payload = 10
0,6 Bytes ' Bytes
0,4
__05 Payload = 50 . Payload = 50
) Bytes © 03 Bytes
) 074 +—
% =@ Payload = %’ 0.3 == Payload =
EL 0,3 100 Bytes §_ 0,2 100 Bytes
0,2 =o—Payload = 0,2 —e—Payload =
' 150 Bytes 0,1 150 Bytes
0.1 === =@=Payload = 0,1 \ =@=Payload =
00 200 Bytes 00 200 Bytes
1 2 3 4 Payload = 125 250 500 Payload =
Coding Rate 250 Bytes Bandwidth 250 Bytes
Figure 3.3a)1 LoRa macket timevariation Figure 3.3b) i LoRa packet time variation
with Coding Rat€BW=125 kHz and SF#) with Bandwidth (CR=4/5 and SF=7)
10
8 =@ Payload = 10 Bytes
@ 6 —@—Payload = 50 Bytes
E 4 Payload = 100 Bytes
Q
g 2 —e—Payload = 150 Bytes
|_
0 =@ Payload = 200 Bytes
7 8 9 10 11 12 Payload = 250 Bytes

Spreading Factor

Figure 3.3¢) 7 LoRa packet time variation with Spreading Factor (BW=125 kHz and CR=4/5)

L ceil function indicates that the portion of the equation in square brackets should be rounded up to the next integer

value. ThanaxXunction compares the evaluatesil function result and returns 0 or the resuithichever is higher
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It can beconcludedthat Spreading Factor andoding Ratehas a direct influence on the
time on air of the LoRa packet, regardless the Payload lesigtte time on air increases with
the incease in size of the payload and with b6R and SF value§Figure 3.3a) and Figure
3.3¢). Figure3.3b) demonstrates that bandwidilso influence the time on air of a packiéie

higheris the bandwidth, the lower tee time on air.

3.2.2 MAC Layer i LoRaWAN

As described in Section 2.6.1oRa is a propsatary physicalayer for LPWA connectivity.
Pronotedby the LoRa Alliancg¢37], LoRaWAN defines the communication protocol and sys-
tem architecture for the LoRa PHY lay&his protocol and network architecture have the most
influence in determining the battery lifetime of a node, the network capacitgutigy of

service, the security, and the variety of applications served by the network.

R Ty, %
Y/A<_

IP over ‘

LoRa or FSK Ethernet )
—-> > Al
Modulation Wi-Fi, 3G, o ‘ ik
\ h .
b ‘
End-Devices Gateways Network server Application
(Base Stations)
(a)
Customer Encrypted _ Customer
application - - application
Encrypted
< >
LoRaWAN LoRaWAN
Message forwarding
P
PHY LoRa > PHY LoRa "~ MAC il
i bt Fromm——— WNIAG |
LoRa or FSK Ethernet,
Modulation Wi-Fi, 3G,

End-Device Gateway Network server

(b)

Figure 3.47 LoRaWAN system a) and protocol architecturé¢4d)]

A LoRaWAN network architecture is based on a-sfastars topology amposed of three
elementsenddevices, gateways and a centratwork server (Figure 3&).
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End-Devicesare low-power sensors/actuataitsat communica with the network server
throughthe connectiowia LoRa radio interface tone or more gateways

Gatewaysact as concentrators that forward packets coming frordewiges to a network
server through an IP bkhaul interface, which provides a higher throughput, such as 3G or
etherne(Figure3.4b). It is possible that multiple gateways coexist in the same LoRa deploy-
ment, which could lead that differenatgways receive the same packet, while the network
sener sends messages to atavices through a specific gateway;

Network Serveris the entity thatesponsible for the management of the overall network.
For instance, it filters the duplicated packets from different gateways, doesyseoeck, send
ACKs (Acknowledgementdp the gateways.

The architecture is essentialtpmposed ofdedicated gateways serving as transparent
bridges between enabdes and the network server, where the data is stored and made available
to the subscriber.

The nodes in a LARWAN network are asynchronous and communicate following a simple
ALOHA schememeaning thathe nodes transmit information whenever they want to transmit.
Since LoRaWAN permits the usage different channels and/or orthogonal spregdctor
codes, it ipossible fomultiple devices to communicate at the same temnel the network is

still able to decode their informati@orrectly[45].

LoRa network allows the erdevices to individually use any of the possible data rates and
Tx power. This featureesides in the netwoderver ands used by the LoRaWAN to adapt and
optimize the data rate and Tx power of static-eedlices This is referred to a&DR (Adaptive
Data Ratgand when this is enabletthe network will be optimized to use the fastest data rate
possible.

In many loT appkations described ifable2.3, theenddevices are static most of the time,
meaning that is possible for themreguest the network server tptonize the data rate under
thosecircumstances. However, when those-édeglices are subject to any kind of mobility, it
can cause significant terogarily variations for the radio channel characteristics (Doppler Ef-
fect) [40]. In this situationwhenthe Network Server is unable to control the data rate of a
device, the deviceds abyudingafxaedidataratel ayer shoul

LoRaWAN also considers security issues, so a cryptographic suite based on AES encryption

is included by defauih order to secure the transmitted data at different OSI Id2dls.
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3.2.2.1 Devices classes

Due to theenergyrelated constraints of entbdes, LPWAN technologies present a highly
limited downlink (transmissions from the gateway down toeodes), hence LoRaWAN con-
templates the use of three different types of@evices according to their energy limitaiso
and application needs. For that, the MAC layer defines three options for scheduling the receive
window slots for downlink communication, which are named as classes A, B, and C. The end
device must have a support for class A, but support for classes B iaroptional.

All of the classes suppdbi-directional communication, but with different downlinkdacy

and power requirements.Aore detailed definitiors described next.

Class A, bidirectional (for all devices):Class A devices allow for firectional communica-

tions whereby eachertlevi ceds uplink transmission is foc
ceive windows. The transmission slot scheduled by thedewmite (uplink transmission) is

based on its own communication needs with a small variaasadon a random time basis

(ALOHA -type protocol).

Downlink transmission from the server at any other time has to wait until the next uplink trans-
mission occurs. Class A devices have the lowest power consumption, thus achieves the longest

battery lifetime but also offers less flexibility odownlink transmissions (Figure 32.

Class B, btdirectional with scheduled receive slots (for beaconiClass B endlevices can

schedule downlink receptions, by opening extra receive windows at defined time intervals
Thus, only at these certain times, applications can send control messages tedindcasd A
synchronized beacon from the gateway is therefore required, so that the network server can
synchronize all in end devices in the network. When an end dede#/es this beacon, it can

open a short reception wi ndaperiadiatime glad (Figupei ng s
3.5b)

Class C, bidirectional with maximal receive slots (for continuous listening)Class C end
devices have almost continuous receive windows (Figure). This class has a major impact
over the devices energy consumption, thus, it is defined fedendes that do not have energy

consumption restrictions
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End device sleeps J:

End Device - +
Receive Delayl
- ! >
Gateway Receive Delay2
(a) Class A
[ = Rx Rx Rx |
! E‘ | End device sleeps 1 >
@
I'S| End Device “+ E‘
£ 8
w [ = O
| > S o =
=2 © ©
'@ @ @
[‘ o = Beacon Delay ]
w A >
Gateway
(b) Class B
End Device

Gateway

(c) Class C

Figure 3.5a); b) and c)i LoRaWAN device classes receive slot tim[4§]

3.2.2.2 Packet Structure

LoRaWAN provides a fulstack network protocol, having features of datalink, network and
transport layer, and natively supporting encryption, authentication and reliable communication
trough packet retransmission
LoRaWANGs MAC packet struct ur ealpaytoad (RH¥Ray-ai ned
load)of the LoRa protocol (Figure 3.2

The structure of a LoORaWANRHYPayload contains three main fielddHDR (MAC
Header), MAC Payload and\IC (Message Integrity Check) and is illustrated next.

Size (bytes) 1 7...N 4

PHY Payload MAC Header MAC Payload MIC

Figure 3.67 LoRa physicapayload structured as a LoORaWAN messddé
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MHDR (MAC header) specifiethe Messagéype and the version of the LoRaWAN, with a
maximum length of 3 and 1 bits respectivéikiDR frame is shown next.

Bit# 7...5 4.2 1...0

Fields Message Type RFU Major Version

Figure 3.77 LoRaWAN MAC Headel{47]

1 MType (Message Type): The MAC header specifiesNig/pe (Message Type)
and accading to which major versiothe frame has been encodédlistinguishes
betweerB different MAC message types, described inTthble 3.2

MType Description
000 JoinRequest
001 Join-accept
010 Unconfirmed Data Up
011 Unconfirmed Data Dowr
100 Confirmed Data Up
101 Confirmed Data Down
110 Rejoinrequest
111 Proprietary

Table 3.21 LoRaWAN MAC message typdd7]

MAC Payload contains a frame headdfHDR) followed by an optional port field=Port)
and an optional frame payload fieERMPayload). The length of the MAC Payload is variable

since it depends on which data rate is in use.

Size (bytes) 7..22 0...1 0..M

MAC Payload Frame Header Frame Port Frame Payload

Figure 3.87 LoRaWAN MAC Payload47]

1 FHDR contains the short device address of thedsdce DevAddr), a frame con-
trol octet ECtrl) to set up ADR (Adaptive Data Rate) 2octets frame counter
(FCnt), and up to 15 octets of franeptions FOpts) used to transport MAC com-
mands.
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Size (bytes) 4 1 2 0...15

Frame Header Device Addr Frame Control Frame Counter Frame Options

Figure 3.97 LoRaWAN Frame Head€d#7]

1 Frame PortEPort) and Frame PayloadFRMPayload) by default LoRaWAN en-
crypts every Frame Payload by means of the Application Session Key.
If the Frame Payload carries a MAC commatheén the Frame Port is set to 0 and
it is encrypted with Network Session Key. If encryption is done above the Lo-
RaWAN layer is possible to disable this features through a MAC command, but it is
allowed only if the frame payload does not carry a MAC conthitself.

MIC (Message Integrity Code) authenticates each message to the LoRaWAN Network Server

with a maximum of 4 bytes. MIC is calculated over all the fields in the message.
Gi Q0 '00YO00800 £ §AYD 0 OWwa ¢ OQ (3.11)

In resume, LoORaWANmNessagéormat is detailed in Figure 3.10:

PHY Payload: ‘ MHDR : § | MACPayload | MIC : 32 |
MACPayload: ‘ FHDR : 56..176 I FPort : 8 | FRMPayload (encrypted) |
FIDR: | DevAddr:32 | FCul:8 | FCnt:16 |  FOps:0.120 |

MHDR: | MType:3 | RFU:3 | Major:2 |

{ Uplink:| ADR : 1| ADRAckReq : 1 | ACK : 1| FPending : 1 | FOptsLen : 4

FCirl:

Downlink:{ADR : 1{ ADRAckReq : | |JACK : 1| RFU: 1 FOptsLen : 4
FOpts: ‘ MACCommand 1 : 8..40 | | MACCommand n : 8.40 |
MACCommand: [ ClD: 8 | Args: 0.32 |

Figure 3.107 LoRaWAN frame format. The sizes of the fields are in [38

3.2.2.3 End-Devices Setup

In order to participate in a LoRaWAN network, an @w®lice must be activated. Lo-
RaWAN provided two ways to activate an ehelice:OTAA (OverThe-Air Activation), in
which each endlevice must perform ppin procedure involving the exchange of some mes-
sages with the server infrastructure &BP (Activation by Personalizationi; which the end
devices already know the address and the keys, so they can bygeasshecedure.

In both activation methods, the following information should be passed to ateeiue:
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1 End-device address (DevAddr)A 32-bit identifier of the endlevice. Seven bits
are used as the network identifier, and 25 bits are used as the network address of the
enddevice.

1 Application identifier (AppEUI): A global application ID in the IEEE EUI64 ad-
dress space that uniquely mdiéies the owner of the erndevice.

1 Network session key (NwkSKey)A 128 bit AES key used for authentication by
the network server and the eddvice to calculate and verify the message integrity
code of all data messages to ensure data integrity.

1 Application session key (AppSKey)A 128 bit AES key used by the network

server and endevice to encrypt and decrypt the payload field of data messages.

While the ABP may be trivially implemented by just load on all-dedices the addresses
and the session keydentified above, the OTAIn procedure requires both a protocol to get
the information form the server, and an algorithm to generate the session keys.

The join procedure consists of two messages:

1. Join Requestsent by the endevice to the servend containing AppEUI, DevEUI
and DevNonce;
2. Join Acceptsent by the server to the eddvice and containing DevAddress, NetID

and AppNonce, all encrypted with a shared toergn AppKey.

If this procedure successfully completes, both thedmwice andte server can run the key

generation algorithm to compute the session key as descripét] in

3.2.2.4 MAC commands

For network administration, a set of MAC commandsyrbe exchanged exclusivebe-
tween the Network Server and the MAC layer on aaavice[33].

LoRaWAN defines many MAC commands that allowtonsizing enddevice parameters
One of themLinkCheckRegcan be sent by an eiiévice to test its connectivity. All of the
others are serliy the network serveiThese commands can control the data rate and output
power used by the devicas well as the number of times each unconfirmed packet should be

sent LinkADRReg, the global dutyycle of the deviceljutyCycleRe}j changing parameters
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of the receive windes RXTimingSetupRe&gRXParamSetupRe@nd changing the channels
used by the device&NewChannelRggAlso, commandsatquery the battery level and reception
quality of a devicedevStatusRecan besent

Figure 3.11contains the list of MAC commands defined in the LoRaWAN 1.1 specifica-
tion [47].

TX by

CID Command - Description . . Transmitted by L.
ED GW CID Command ED GW ; Description
Used by an end-device to .
0x02 LinkCheckReq X validate its connectivity to Requests the status of the
; cork 0x06 DevStatusReq x . )
a network. ) d 1 end-device
Answer to LinkCheckReq .
. . Returns the status of the
command. Contains the . .
received signal power 0x06 DevStatusA end-device, namely its
e inkCheck Ans . 1ved signa > x06 evStatusAns x L
002 LinkCheckAns X estimation indicating to the battery level and its
end-device the quality of demodulation margin
reception (link margin). Creates or modifies the
Requests the end-device to 0x07 NewChannelReq X definition of a radio
. . change data rate, transmit P—
0x03 LinkADRReq x > . > channel
power, repetition rate or Acknowledges a
4 >dges
channel 0x07 NewChannelAns X NewChannelReq
0x03 LinkADRA Acknowledges the 3
x0: <ADRAns x C 2
X in n x LinkRateReq. :01111111111( o e ot
tots the max . e Sets the timing of the o
Sets the maximum 0x08 RXTimingSetupReq x ) e
0x04 DutyCycleReq x  aggregated transmit duty- the reception slots
cycle of a device Acknowledge
Acknowledges a x08 XTimingSetupAns x XTimingSe 2
0x04 DutvCyeleAns « wledges 0x08 RXTimingSetupAn X RXTimingSetupReq
DutyCyecleReq command command
o . Sets the reception slots R corved for Dronrietary
0x05 RXParamSetupReq % R P s 0x80 Reserved for proprietary
l‘;dl]\dlll( ]( 1‘; to Proprietary X X network command
— - - AcKnowledges a " -
0x05 RXParamSetupAns x il 0xFF extensions

RXSetupReq command

Figure 3.1171 LoRaWAN MAC message typg47]

3.2.2.5 LoRaWAN regulations

In Europe, LPWANS technologies mainly use the-888 MHzISM (so-called SDR86}
This band must perform according the regulations pres&X 31 (European Telecomumica-
tions Standards InstitutdfN300220-1[29]. It specifies the various requirements f8RD
(Short Range Devica)evices, such as the constraints far tluty cycled transmissions.

The LoRaWAN specification states that LoRaWAN networks should make use of the unli-
censedSM frequency bands, where in Europe it is 858 MHz.In order to limit the rate at
which theLoRaWAN end devices can actually gertenmessageshese bands wemaibject to
reguktionsregarding the maximum transmission power and the duty oythee enddevices

There are essentially three levels at which different organizations handle spectrum alloca-

tion and limit its use:

1. At thenational leve] the frequency spectrum is managed by National Administrations,
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which:
A Compile a table of spectrum allocations.
A Define a framework for use of t hese band:

A Assign each band to different users, PpoOs:

2. At theEuropean levelthere are three organisms that cooperate to regulate

spectrum usage:
A - The European Commission (EC)
A CEPT6s Electronic Communications Committ e
A - The European Telecommunications Standard

3. At theworldwide leve] the International Telecommunication Union (ITU)

coordinates regional and national organisms.

In this dissertatioyonly the ETSI and ECC regulationsll be followed
To evaluate the limitations of the transmission power in this band, ETShedeRREffective
Radiated Powennetic in their test devicesThe ERP is measured using a hative dipole
instead of an isotropic antenna, as in the EIRP. Since the gain ofaavalfdipole is at most

2.15 dBi (dB relative to an isotropic radiatdhe following holds:

OYD OOYUcd v (3.12)

LoraWAN is also limited in the maximum time on air. For thetidnodesarerequired to
either adopt &BT (ListenBefore Talk) policy or to duty cycledheir transmissioa Duty cy-
cleisdefinedastherato f t he maxi mum tr ans mjreldtvetoadéneno t i
hour period, expressed as a percentage.
Since LoRaWAN has defined no LBT mechanism as of nowlatter policy is adopted in the
vast majority of the case$able 3.3llustrates the limitations described above.
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Edge Freq.- | Edge Freq.+ Field/Power Spect. Access Bandwidth
865 MHz 868 MHz | +6.2dBm/100 KHz | 1% or LBT AFA 3 MHz
865 MHz 870 MHz —0.8dBm/100 KHz | 0.1% or LBT AFA 5 MHz
868 MHz 868.6 MHz 14 dBm 1% or LBT AFA 600 KHz

868.7 MHz | 869.2 MHz 14 dBm 0.1% or LBT AFA | 500 KHz

869.4 MHz | 869.65 MHz 27 dBm 10 % or LBT AFA | 250 KHz

869.7 MHz 870 MHz 7 dBm No Requirement 300 KHz

869.7 MHz 870 MHz 14 dBm 1% or LBT AFA 300 KHz

Table 3.31 Channel lineup for LoRa according to ETSI regulations.

As can be seen ifiable3.3, the max duty cycle requirements for spectrum access are very
stringent and can vary greatly between bands.

According toLoRaWAN specification$47], all enddevices must implememiiree chan-
nels of 125 kHz at 868.1 MHz; 868.3 MHz and 868.5 MHIsoAall of these channelare
limited toa duty cycle of 1%, which meansthtah ey ar e only able to
mum time 0f36 sedn a period of 1 hougndall share the same limitation on thetputpower,
+14 dBm ERPDuty cycleregulations is a truly limitation to all the IoT applications that are

required to haveades transmitting more data than the usual.
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loT Network Planning

4.1 Introduction

This chaptepresentsall the mechanisms and calculations proposed to achiesticient
IoT network planning irntermsof coverage using theLoRatechnology For that,a real life
scenarias considered, which ihe city of Aveiro

Section4.2 describeshe defined planning arem the city of Aveiroand itsestimation in
terms of area, and inhabitants.

Section 43 presentageneric 10T networlplanning more precisely for the LPWA technol-
ogies.

Section 4.4roposes a Link Budgetith some adaptations to the generic coveragéhis
dissertation, only the LoRa technolog considered for evaluatioRor that, althe link budget
calculationsnamely thenaximum propagation attenuation, are carried out, taking into account
the data obtained from the LoRa stuafyChapter 3

Section 4.%resents the cell radius atiet number o$ites needed to cover the area in study
For this, the propagation model ugedcarry out the entire network penfisgance estimation

was theOkumua-Hata.

4.2 Planning Scenario

The city chosen to perform th&T network planning was the municipality of Aveiro, capital
of the district of Aveiro, a Portuguese city located in the cae@n of Portugal.
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Aveiro municipality accounts approximately 480 inhabitants accordingly to the latest CEN-
SOSin201149]and 197,5&% of area, across 10 parishes. It is considered to be an important
urban, port, railway, university and touristic centre.

Among the 10 possible parishes in the muni
and AVera Cruzo are considered for the pl ant
this dissertation, since their union, Gloria e Vera Cruz is consider tieebeentre of Aveiro
district, and consequently, with the most inhabitants, approxims8eib6 and 45,3  of
area, where Gloria contemplates 6 and Vera Cruz 38,47eading to a density of 413
inhabitants@  [50]. However, most of the area of Vera Cruz is constituted of open land fields,
and therefore not interesting to study. With
eVer a Cr (@ Jandiitss ddimitéd in Figure 4.1

Figure4.liFoot age of AGI -ria e Vera Cruzo in

4.2.1 Environment classification

The usage of models with an empirical component requires the classification of different
types ofenvironments. There are several types of classification, generally associated to distinct
propagation models, that considers (among others) some parameters such as: ripple of the ter-
rain, density of vegetation, density and height of buildings, existenopeof areas ahexist-
ence of aquatic surfacgsl].

Accordinglyto[52], it 6 s usual amangtdréesnain catggories h ar eas
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Urban areas Built-up city or large town with large buildings and houses with two or more
stories or large villages with close houses and tall, thickly grown trees;

Suburban areas Village or highway scattered with trees drmalises, some obstacles near
the receiving antenna but not very congested;

Rural areas, Open space, no tall trees or buildings in propagation path, plot of land cleared
for 300400 m ahead, e.g. farmland, rice fields and open fields.

According to the desiption given above, the municipality of Aveiro is considered to be an
Urban environment. Therefore, it is expected that the buildings will provoke the existence of
numerous reflected rays (which causes fading), and of shadow zones (where the attenuation i
vast). Due to these characteristics, the task of measuring a propagation model based on actual
measurements is not precise, soahsalways significant deviations between signal predicti

and reality later implementation

4.3 GeneralloT coverage plannng

For a realoT network deployment, an understanding of the radio channel characteristics is
essentiglregardless the technology in usle radio channel afwireless technologyescribes
the behaviour of the signal since it is transmitted, untiaiches the receiver, no matter if it
initiated by the sensor or the gateway. The electromagnetic wave that is generated by the trans-
mitter, suffers attenuation (reduction in power density) before reaching the reaeid¢nats
called path los€?ath bss is a major component in the analysis and design bhkheudgetof
network,since it allows to predict the coverage area, and also to quantify how reliable is the
radio link for the city in study.

The link budget of a wireless system is a measuadl tie gains and losses from the trans-
mitter, through the propagation channel, to the target rec8irareloT deviceshave bidirec-
tional communication, there is correspondinglyuplink Path Losgrom Sensor to Gateway,
and aDownlink Path Los$rom Gateway to Sensor (althougte majority is Uplink, andcon-
sequently both needs to be considereithe link budgetalculations.

As other wireless technologie$elink budgetin an IoT networlkcontemplateseveral fac-
tors, such as emission powealues, various equipment lossgateéway sensorscables, con-
nectors, etc.), antenna gains and propagation effeatghis last onehe signal in the propa-
gation medium, which is air, is subjectatienuation, such dading (multipath or Dopple);
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shadowing (interference caused by obstacles), interference andg fndiser described in this

dissertationFriis formula relates all afhese factorsind is expressed in Equation 4.1

0 0 O O 00 00 (4.1)
Where

=
1 C

, is the eceivedpower Q6 &

0 his the transmissiongwer Q6

"O , is the transmission antennaig Q6 "Q

"O , is the reception antennaig Q6 "Q

0 0, & the cables;annectors anflmpers attenuatiorQ 6

0 , is the propagatioroks 'Q 6

= =4 4 4 4

The resulting calculations with the combination of an appropriate propagation model, allows
to determine the cell radiusieaning the range a single gateway can ctivedistance between
gatewaysand the number afatewads required to cover therdire area of study defined in

subdapter 42. A de<ription of propagation models d&scribed next.

4.3.1 Propagation Models

The propagation signal of 10T devices are affected by the atmospheric conditions, the to-
pography and thmorphology of the terrain, which forces the choice of a suitable propagation
model for the area under study. Through the propagation model and based on the calculated
maximum attenuation, the cell radius can be determined, that is, the maximum ranggiof a r
link, the distance between the sites and the number of sites needed to cover the planning area.

The models of propagation fall into two main categories:

1 Empirical - Based ormeasurements amelading to simple relationships between atten-
uation and distance. Empirical models lead to curves and equations that best fit the
measurements and have the advantage of accounting for all factors that affect propaga-
tion. Since every environment differom each other, this propagation model implies
validation of the various factors that affects firopagation loss; An exampleempir-

ical models includeHata model,OkumuraHata model andCOSTF231 model.
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1 Theoretical T Requires essentially the usage opdgraphic databases. Theoretical
models do not account for all the factors and do not consider the environment in which
guestion. They allow easy changeover to other parameter \aldesuly depends on

the geographic databases.

There is also sem@mgrical models, models which contemplate both empirical and theo-
retical perspectives, lik€ost231 Walfischlkegami The advantage of serampirical models
is that they have some flexibility, can be gauged with actual measurements carried out in the
specifc propagation environments where they will be used. In this way, the error between the
estimation of the signal predicted by the propagation model and the subsegligntvhen
the physical implementation of the gateway is minimized.

It is important topoint out that there is no general method or algorithm that is universally
accepted as the best propagation model for an IoT network planning. Each model can be useful
for some specific environment and the accuracy of any particular technique or algteithm
pends on the fit between the parameters available for the area concerned and the parameters
required bythe mode[51].

4.3.1.1 Free-SpacePath Lossmodel

FSPL Freespace path lo3ss the loss irsignal strengtlof anelectromagnetic waviat
would result from dine-of-sightpath through free space (usually air), with no obstacles nearby
to causeaeflectionor diffraction. FSPL isproportionalto thesquareof the distance between the
transmitter and receiver, and also proportional to the square foétheencyof the radicsignal,

as gven in Equation 4.2

FY0D O — (4.2)
Where:
 "Chis the signal frequencyOq:;
1 'Q is the dstance from the transmitter [meters];

 chis the speed of light in vacuum, approximatel/p 1a fi
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Equation 4.4s given in the logarithmic domain as follows:

OYO O¢ it | CAE ¢l CA ot v (4.3)

4.3.1.2 Okumura-Hata model

OkumuraHatais an empirical formulation of the model proposedQiumurabased on
measurements ithe [150, 2000] MHz bandOkumurapresented the results in the form of
curves,Hata established expressions that approached some of these curves. It is a standard
model in the calculation of free space propagation attenuation for the various types of environ-
ments already mentioned.

This model applies to a distance betweendghtewayand the sensor of 1 to 20 km, height
of the gatewaybetween 30 and 200 m aad height of the sensors between 1 and 10 m. The

propagation attenuation accordinghes modelis given by:
0 6 6z11Qy 6 (4.9

b

WhereA, BandC are factors that depend on frequency and antenna height:

6 ouvcpdl @ papd T Q@ | Q (4.5

6 Tho oou T @ (4.6)

Where:

T 0O » 1S themedian path loss for 50% of coverageo

"Q is the frequency of the linkd "Od
Q , IS the height of the gatewaft Q0 Qi i
Q , iIs the height of the sensar Qo0 Qi i

Q  , isthe maximum distance between the sensor and the gat&éay
| (Q ), is the correction factor for the sensor hei@d

E I
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The functionj ('Q ) and the facto€ depends on the type of environment:
1 Urban environment:

Smalland Medium size cities

| Q plp 1t T @ Ty TQ plv ¢ T°Q Thp Tt
(4.7)

0O ™

Large size cities:

. W b T g 10 pip it "Q o MO @9
ogl T Cx ©Q thogR "Q o mitoq '
0 1
1 Suburban environment
6 ¢l 1 e— uft (4.9
1 Rural environment:
6 th o T CQ plwpd T @ T foy (4.10)
The function Q in suburban and rural areas is the same as for dvaall and

mediumsized cities) areas.

By simplifying equation 4.4it is possible to estimate the total distance between the gateway

and the sensor, meaning the maximum coverage the gateway can &mht®% of coverage.
This results in Equation 4.11:

Qy SRS (4.12)
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4.3.1.3 Generic propagation model

A generic propagation model is usually considered when field measuremefistteee
derived (which is the case in this dissertatibtgre, hemean path lossD 0, as a function of
distanceQ between the sensordhgateway is proportional to a path loss de¢ayafdrelative

to a reference distanc@ :

00Q ~ — (4.12)

0 0'Q is often stated in decibels, as shown below:

~ ~

0 0Q 00Q pHGED (4.13)

Where:

0 0Q ,is the mean path loss at a reference dist&hcéypically found through field

measurements or is calculated using the $fece path loss given by Equation [4IB].

From Equation 4.13a statistical outyt for all possible values of the path loss for a given
distance’(Q) is obtained. The reference distan€e (is usally considered to be 1 km for macro
cellular planning, and between 1 m and 100m for mégltular environments. Linear regres-
sion for aMMSE (Minimum MearSquared Estimajeof 0 Ovs. Qin a logarithmic scale (for
distances greater thad) yields a straight line with a slope equal t@ IdB/decadet hthe
decay coefficient depends entirely on the environment in study. hsases ¢ is consid-
ered, but for urban environmends, ois usually defined53]. Many measurement campaigns
have also been conducted and reported in the literature to define the decay coeffidient (

different locations, some @fhich are sumarized in Tabld.1

Source City Decay coefficient
(s
[54] Outdoor, Hambig, Germany 2,5
Indoor, Frankfurt 3,8
[28] Car Oulu, Finland 2,32
Boat, Oulu, Finland 1,76

Table 4.17 Decay Coefficient results based on real location measurements
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As demonstrated indble4.1, ¢ ois a reasonable approximation to take in consideration
for an loTnetwork planning iran urban city likeAveiro. The more obstructed the environment
is, the higher the decay coefficient is. Taking as an examplé'tla@@ 4" entry of Table4.1,
the measurements of the indoor environment in the city of Frankfurt have conducted to a much
more higheg thanthe tests conducted in the Boat in Oulu, which is by definition a much more

wider and open environment.

4.3.2 Margins

Propagation models only calculate propagation losses for aaggv@robability of 50%

(Figure 4.2. This means that at the edge of thegatgswb s cover age area, onl
are covered with signal levels above the mimmsensitivity, which in aeatlife scenario is
not suitable.

In order to appropriately design the loT network in terms of the coverage probability of the
whole cell typically a value between 90% and 99% is considered. Therefore, a value of 95% is
aimed in this 10T planning. Increasing the probability of coverage is achieved by adding a cov-
erage margin to the link budget calculations.

This margin is considered accordito the reliability required from the system to provide
reliable communications over the entire cell coverage area and also guarantees a coverage plan-

ning with a greater precision and less susceptible to failures in a practical deployment.

distance d

50% coverage
on dashed line

Figure 4.2i Example of a cell covering only 50% of the locations at the cell border

The coverage margin to be added attempts to compensate for some factors that are not con-
sidered in the propagation models and that influence the level of the signal thest atrilie

sensors/gateways. In a connection of this type, where there are many variable characteristics at
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the time, it is natural that the received signal power varies over time, even though the power of
the emitted signal remains constant. This phenomexnknowna$ adi ng and it os de

4.3.2.1 Fading

Fading is a significant part of any wireless communication design and is important to model
and predict accurately. There are two very different types of fading: large scale fading (often
called slow fading or shadowing) aschallscalefading.

Largescale fading is caused mainly by the shadowing effect, where a large obstacle such as
hill, forest or large building obscures the main signal path over large distances. These obstacles
also reflect the transmitted signal and generate other paths of tsaimsmoften called as mul-
tipath. This causes deep fades within small distances between the temandtthe receiver
and is reéred as smalscale fading. Usually, fading is often handled in a wisetgstem with
diversity schemefb5].

Figure4.3illustrates the effect of both fading types in a telecommunication system. In an

ideal scenario, path los8 0 decreases linearly with the logaritrof the distance, ahown in
Equation4.13 thus— has a constant value for the same valu&(df regardless of the envi-
ronment the transmitter and receiver are placed at. However, in the presence of shadowing

and/or multipath, the environment conditions are ired, thus different values of are

expected for the sante

Theoric Path Loss
Prx [dB] L<=<. uinnnn Shadowing and Theoric Path Loss

---------- Multipath, Shadowing and Theoric Path Loss

-3 -
0 log(d)
Figure 4.31 — variation with the increase df I '@ in the presence of shadowing and multipath fad-
ing

54



4.3.2.1.1 Large-Scale Fading

If we consider a Smart City environmetiteloT devices willusuallybe placed outdoors,
and therefore subjected to deyday and seasonal variations over long periods time, such as
hours, days, months or even years. Those variations are usually caused by slowichbages
atmosphere and the propagatmedium, namely, temperature, rainfall, ducts, cloudiness, and
due to the presence of large obstacles such as hills or large buildings. Théoeigpterm
variations in the signal level, which translates into discrepancies in the mean path loss, are
expected and must be considered for the overall link design.

The signal strength value computed by propagation models is considered as a mean value
of the signal strength in a small area, meaning that 50% of the locations (for example at the cell
borders)can be considered to have a signal strength that exceeds the predicted value.

In order to plan for more than 50% probability of signal strength above the threshold, a log
normal fading margin) 0O , has to be considered during the design prodassrder to

determine thi®) 0O , two common reliability methods are considered: cell edge and area

reliability.

1 Cell Edge Reliabilty:

Studies have demonstrated that shadowing variations followsrebtogal distributior{54],
[56], [57]; which means that, when shadowing power levels are measured in dB, they follow a
Normal or Gaussian distributio®hadowing can be modelled as a-fagmal process with a
mean ‘ , that is the average path loss, and a standard devjatkor this reason, a Gaussian
random variable® with‘ 1(dB) and standard deviatign(dB) is considered.This can

be mathematically translated@sx 0 1, .

The standard deviatn,, is chosen according to the type of environment, since the signal
strength for unobstructed free space propagation decraaseslingly to thevalue of¢ be-
tween the emitter and threceiver, but with obstacldkis exponent increasevhich means it
eases fastgiTable 4.). As in any given environment there are always obstacles, and Aveiro
city is not an exception whether buildings or trees, the signal intensity begins to decrease with
an increasing exponent depending on the number of obstaclemdgnvalues depending on

the type of environment are presented able 4.2accordingly td56].
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Type of environment am |

Dense Urban 10
Urban 8
Rural 6

Table 4.21 Standard deviation values accordingly to the type of environfséht

Since Aveiro city is characterized as being an Urban environment,dssume a value for
. W
Equation 4.13s an average of the Path Loss,whicbh e snd6t take in consi
owing effect, andherefore not adequate to describe any particular signal path. It is necessary
to provide for variations about the meanc& the environment locations may be quite different
for similar sensogateway distance#Vith this in mind, the new Path Los8 0 can be de-

scribed on Equation 4.14

0070 0 00 PHUELD & (4.14)

Moreover, by taken Friiformula in consideration and assuming an uplink scenario with
unitary gain antennas at both sensor andwgay and without attenuation caused by jumpers;
connectors 0 1t and feeders, it can be seen that the distance dependent received power
from the gatewayd  depends also on the sensor radiated power . This can be traduced

as:
0 0 0 0 00 (4.15)

Sinced 0 'Q is a random variable that followsnarmal distribution, Equation 4.1hows

thatd 'Q also follows the same path. ‘Q can also be described as:

~ ~ ~

0 Q 0 0 0Q PHAED O (4.16)

The PDF (probability density function) of a normal distribution with a mean valuand

a standard deviation, is defined as:

Bo —Q (4.17)
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Wherewis the random variable (here the slow fading signai§,the mean value aband

, 1S the standard deviation af

If we consider that on the cell boumgathe probability that the received powér ( Q

exceeds a certain threshéldthen:

01 édd Q 71 . —=0 10 Q (4.18)

By integrating the probability density function frénto H, with theQi @ function, the edge
reliability results in:

01 ¢l Q 1 - —AO%ET (4.19)

With this expression, the additional margin that considers shadowing in the link budget,

meaning, the margin that assures that the signal stréngt® is0 1 €0 Q [ % of
the time above a threshdlds given by:0 0O 0 Q .

Alternative representations of that formula sometime make use Qffilnection:
o1 ¢ Q 1 0 —m— (4.20)
Figure4.4illustrates the relation betwe®n0O andd i €0 'Q [ using Eq4.19

This figure can be used to calculate the requiré®®  for any loT Link Budget in a dense

urban; urban and rural environment, which have a typicasociaed, accordingly to Table
4.2
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Log-Normal Fading in function of the Location
Probability

15,00

10,00

5,00

0,00

0,00%
5,00

60,00% 80,00% 100,00%

-10,00

-15,00

Log-Normal Fading Marging [dB]

Prob (Prx(d)>y)

——Sigma=8dB  =———Sigma=6dB Sigma =10 dB

Figure 4.47 0 OO in function of the cell border coverage percentage for the various

From Rgure4.4it can be concluded that 6O

Is negative it i €00 'Q [ is below 50%:
Grows towards infinity whed i €00 Q [ grows close to 100%;
Is0QGIf01 ¢l Q [ is50%;

= =/ =4 =4

For the same value 6fi £€000 ‘Q T , itincreases with the increase,gfmeaning
that in order to maintain the samd £0w ‘Q T inadenseairban environment as

in a rural environment, a bigger0O  is required.

It is also important to note that,0fi €00 Q | increases from 50% to the coverage
percentage, which is 95%, then slow fading margin increases fromd1d#li6 dB (consider-
ing an urban environment where Y'Q 6, and therefore the cell range gets shorter.

The previous expressions only considers a reliability of an 10T connection in the border of
the cell. Instead of an edge reliability, the reliabiiriythe entire cell area is often more useful

to be considered since the signal level usually becomes stronger closer to the transmitter.
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1 Area Reliability :

Due to shadowing effects in a rddé¢ scenario, any cell coverage follows a Horear
pattern Figure 4.5).

Path Loss and Random
Shadowing

Path Loss and Average
y N ~ Shadowing

9

éj!_PRX(T) >y

Figure 4.57 RealLife cell coverage pattern

For the sake of simplicity, let us assumeircular coverage area with radiscentred on
an loT gateway, with some desired received signal thresh@ddQrepresenting the radial
distance from the gateway, varying fram Q i.

"Y1 defines the useful service area within a circle of rafughere the signal level re-
ceived by the mobile station exceeds a given threghatdh distanc® 1.

If 010 1 [ isthe probability that the received signdl, i , exceed$ in an
areaQ ¢ then the useful area can t&culated as the integration of the probability function

over the area, as shown below:

i p 5o r 55 \ o
YT =y 01 €00 | [ 1 O
Yr o — _ _ 01 €k i o it — (4.21)
From Equation 4.2 i £00 1 [ isexpressed as:
o1 ¢ i 1 0 —m— (4.20)
Whered 1 is the distance dependent received signal mean power, givequiayion

4.22
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o i VI (4.22)

In order to determine the path loss as referenced to the cell boundary , if a simple
radial path loss dependence- is assumed, then:
. N
0 Oi DLO0Y pHEAOA sﬁp

~ ~

0 O V0Q pPpHOEQ pHGOEQ (4.23)
Replacing Eq. 4.22 and Eq. 4.23,in Eq. 420 £00 i [ can be expressed as:
01 ¢l i T 0 (4.24)

Or using the erf function:

01 ¢l i 1 - -AO&E — (4.25)

If we consider the following substitutions:

& — (4.26
I = (4.27)

Then,”Y[ is given by:
Yr -p AOCHE Q  p AOA (4.29

The relation between Eqg. 4.28 and Eq. 4.25 is illustrated in Figure 4.6 and it is often called

Jakebdbs curves. Thi s cunofthed 0@ | lindewrs ofareacevi f i ci e

erage, for a relation qf7¢.
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Figure 4.67 Family of curves relating fraction of total area with signal above thresiygld,as a
function of probability of signal above threshold on the cell boundaryé 0o i [ [58]

After choosing an Area Coverage percentage for a gifenthe percentagef coverage
on the cell boundary is extracted. With @BF (Cumulative Density Functiomjustrated in

Figure 4.7the margin in dB{ 0O ) to go from the original 50% coverage at the cell bor-

der to the given border percentage is given by:

0 0O w? ,, (4.29)
3? 90
©
(®)]
g
1]
3
o 807
Q
B
=]
m
3
e 70 i } f
0,5 0,7 0,9 1.1 1,3
X

Figure 4.77 CDF of the coverage in the cell bord&8]

In Figure 47 wis the variable in the cumulative normal function F(x), when F(x) has the

value of the border percentaggan by Jakes formulas in Figure 4.6
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With this, if we consider an area reliability®fi €0 i I w L pa decay coeffi-
cient¢ oand a sindard deviatiop  for the city of Aveiro, then the Leljormal fad-
ing margin is given by:

0 00 plp v ot Q6

4.3.2.1.2 Small-Scale Fading

Smaltscale fading refers to the dramatic changes in signal amplitude and phase that can be
experienced asrasult of small changes (as small as a-hal¥elength) in the spatial separation
between a sensor and a gateway.

In an loT network system, a signal can travel from the transmitter to the receiver over mul-
tiple reflective pathsThis phenomenon is defides multipath, and occurs mainly in urban and
suburban environments, where there is a high probability that the sensors are not in line of sigh
with the gateways Si nce this effect causes fluctuati
phase, and angld arrival, it rises the terminology of multipath fadifdultipath mechanisms
include reflection from objects such as buildings, mountains, large bodies of water, atmospheric
ducting, ionospheric reflection and refraction. It should be noted that thebammseus can
give rise to both constructive and destructive interference.

In addition to thatanother different cause of fading is that of small frequency variations
such as Doppler effectVhen there is movement from the sensors (i.e when they are placed
a car or being used in any application that requires movement), abrupt changes in the received
signal strength are expected due to the phase changes of the components of the received signal,
causing fading.

Smaltscale fading is also described as Rayldading since the multiple reflective paths
are large in number, and there is no 4afesight signal component, the enveldpé the re-
ceived signal is statistidgldescribed by a Rayleigh PDWhen there is a dominant nonfading
signal component prese such as a liref-sight propagation path, the smatlale fading en-
velope is described by a Rician P[38].

Depending on the application, most of the IoT sensors will be placed in a fixed location,
without line-of-sight from the gateways, and without motibrn  t hat ¢ a ssabjectt hey 0 |

to DopplerEffect and fading wilentirelybedue to multipath conditions, and it can be described

2 Theenvelopeof an oscilatingsignalis a smooth curve outlining its extremes
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as a Rayleigh distribution. A Rayleigh fading distribution is plottd@®). From that figure, it
canbe seen that the median 50 percenslexceeded by aboutdB 5% of the time, and®%
of the time theignal does not drop more thardB below the median value.

The difference between these values is the Rayleigh Fading maf@in () that reeds to

be considered for this planning, and it is given as:

YO P ¢ 00Q6

However, if we consider the possibility that the sensors are placedontdoor environ-
ment and subject to mobiliue to their applicatigrthen Doppler Effectnust be considered
in any loT network planning.

In order to evaluate the time varying channel behaviour in a-scell regionthe channel
can either be evaluated on the frequetiamain, on in the time domain, described by the Dop-
pler spreadd andthe coherence timeY , respectively.

Doppler spread® is a measure of the spectral broadening caused by the time rate of
change of the devices radio channel and is defined as the range of frequencies over which the
received Doppler srtrum is esserdily nonzera It essentiallydescribes how fast the trans-
mitter, receiver, andcattergn-between are moving; the faster they are moving, the faster the
radiochannel changes, and the more doppler shiitswill be present’Qis a function of the
relative velocity of the endode U , the wavelength}() and the angle between the direction
of motion of theendnodeand direction of arrivabf the scattexdwaves, as shown in equation
4.30[60].

Q -Al 6 0a (4.30

Doppler shift distribution varies, but an approximation of the maximum doppler "§hjft (

is simply given by:

"0d (4.30)

And the maximum Doppler spread is given by:

5 ¢z'Q Od (4.32
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Coherence time'Y is the time duration over which the channel impulse response is essen-
tially invariant,and isinversely proportional to Dopplenaximumspread as shown in Equation
4.33

Yoo— (4.33

“Ycan al so be defined as the time duration

has a correlation of at least 0.5, and is given as:

Yo — (4.39

In practice, Equation 4.38uggests a time duration which a Rayleigh fading signal may
fluctuate wildly, and Equation4.34s a | i ttl e more restrictive.

define”Y as the geometric mean of both expressidhssresults in

v 2 (4.35

In resumethe channel characteristics varies accordingly to the mobility of the eheks.
When compared to the transmitted symb¥l or the signal bandwidthd , the wireless chan-

nel can be classified as fast fading or slow fading.

Fast fading will occuwhen
T “Y 7Y, if the channel is analysed in the time domain

6 O ,ifthe channel is analysed in the frequency domain.

Slow fading will occur when:
T “Y 7Y, if the channel is analysed in the time domain.

6 O ,ifthe channel is analysed in the frequency domain.

64



4.3.2.2 Interference

The sensitivity of an 10T receiver depearebsentially on they 0 '&f the connection to which
it is subject. In an IoT radio link, the power of the received carrier must be large enough to
overcome both the noise and the interference generated by other carriers in the same frequency
band. This is defined as-@hannel iterference.

Most of the LPWAN technologies seen in Chapter 2 makes us¢icénsed ISM frequency
bandin EU (868 MHz) meaning that they can be largely interfered by other technologies that
operate in a closer band, such as GSM 900.

I n L o R aSemtecklaimsahat the interference can be as much as 20 dB larger than
the transmitted signal that the receiver will still be able to decode it succef&illligowever,
in a reallife scenario this is not always true and depends on the technology chosen.

Therefore, in order to obtain a more accurate coverage forecast, an interference margin

‘a mug be added to consider thpsssible interference. None of the reviewed literature
seems to suggest a precise valueg@asequently a value of 2 dB is suggesi¢ate that this
value is only considering few devices within a network. In case an huge aoidoihitdevices
are transmittinglataat the same time, the interference will be higher, and therefore this value
might not beconsiderable good

‘a ¢ Q6

4.3.2.3 Building Penetration and Vehicle Penetration Loss

The OkumuraHata formulas assume signals will pass through clutter that is typical of a
small city and that the signals are received by a device placed outside. To plan an IoT network
for signals being usable indoors, the link budget needs to incorporate an additiddialgBui
Loss 6 M , Which is the amount by which a signal will be attenuated on passing from

outdoors into the building.

The overall building penetration loss is the sum of the following three contrib(itidhs
1. Losses caused by the external walls of buildings;

2. Losses caused by the internal wali$uildings;

3. Gain in received power thanks to the fact that a 10T device is above the first floor.
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Whether indoors or outdoors, each @w®bvice must receive signals above the minimum
sensitivity level. In order to ensure a good coverage for devices placed indoors, the[@2)k in
recommends the usage of angin of 18 dB for an urban environment; 15 dB for a suburban
environment and 10 dB for a rural environment. It must be noted that if the aim is to have very
good coverage in lower floors, the planning threshold must be higher than when compared to
cases \were the important floors are higher.

In case the loT devices are placed inside a vehicle, instéadiof , a Car Penetration
Loss margind @ has to be considered. This margin is needed to compensate the loss due

to the body of a car, which is mainly constituted of metal, and therefore RF signals struggle to

penetrated ® typically vary between 5 to 15 dB accordingly{62].

4.3.2.4 Body Loss

The margins defined above contemplates the losses that will exist in most of tipplieT a
cations defined in Chapter & addition to that, some applications will require the 10T sensors
to be placed nexo the human body, and since it absorbs energy from electromagnetic waves,
it will cause some degradation in the signal. Therefore, in order to consider the losses introduced
by the human body, Body Loss Margin 6 0 of 5 dB is recommend by BT for 900
MHz [63]. SinceL P WA N 6 s o gnearbs frequendB68 MHz), it is also a suitable value

to be considered.

4.3.3 Required Signal Strength

To the sensitivity level ofraloT sensor/gateway'YY T , marginshave to be

added to compensate for Rayleigh fading, interference and body loss, described above. The

obtained signal strengtYY  is what is required to a relide situation foran IoT deviceo

receive someata regardless the environment it is placedquation 4.3Gresents the calcu-
lation on the Uplink, and Equation 4.8n the Downlink64].

VY VY YO (¢d) 80 (4.36)
VY VY YO (€5 80 (4.37)
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4.3.4 Design Signal Strength

Extra margins have to be addedY¥ to handle the LogNormal fading as well adiffer-
ent types of penetration losses. These margins depend on the environment and on the desired
area coverage. The obtained signal strength is what should be used when planning the system

and it will be referred to as the design lev&ly . This signal strength is the value that
shoull be obtained on the border of the cBlifferent "YY considerations are proposed

next, depending on the type of the environment that needs to be confidéred

VY VY 0 O (4.39
VY VY 0 0O R (4.39
VY VY 0 O 5 ® (4.40

44 LoRads Link Budget

Subdapter4.3 presented all thaspectghat needs to beonsideredn order to perform a
coverage planning fax general 10T technology. However, each LPWA has their own specifi-
cations, andherefore the link budget will be restiie to the technology chosen. Therefore, a

detailed link budget consideringRa technologys presented next.

441L o Rabdés Sensitivity

As stated already iG@hapter 3LoRais a technology that uses C&$ modulatn, using a
scalable bandwidthd) of 12502°Q@5002 Odr 50002 Qdard a variable spreading factor (SF)
Due tothese specificationd is possible to play with the traadf between data rate and range,
in order toplan/optimizea LoRanetworkdepending on the applicati¢e.g somdoT applica-
tions might require thdevicesto havea better throughpuiut less rangdo the gateway and
vice versa). The range that is achieved in a LoRa communication, is directly related to the sen-
sitivity of the LoRa module builin the device (either sensor or gateways. Equation 3.5
demonstrates, for a fixei wandd “Yincreasing théY @ the maximum (12esultsin a lower

bitrate 'Y when compared tihe lowestY (¥), however higher S¥ sllows LoRa to achieve
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a much higher processing gaimich results in significant improvements in tBRRwhich is
theratio between the received power signal and the noise floor powerifevéher words, the
minimum ratio of wanted signal power to noikat can be dmded corretly. The loweris the
SNR, the more sensitiveraceiver will be Besides that, other factors influence the sensitivity
of a LoRa device. Semtech [iB1] expresses the following formula for the sensitivity calcula-

tion at room temperature:

Y'Y ol CYvpnmn ot |l G5 w 00 Y oY
(4.4)
Where:
T Qis the Bolt Zpg®appnds constant
! "Yis the room temperature w0 =
T 6chh s the recei@erds bandwi dt h
1

0 "Qis the receiver noise figure, entirely dependent on the hardRaie

From Equation 4.41the first term is due tthermal noise in 1 Hz of bandwidth and can
only be influenced by changing the temperature of the receiver. It is typically simplified to
174 dBm.

Finally, SNR represents the signal to noise ratio required by the underling modulation
scheme. Also ifi61], Semtechreinforces the idea that LoRacapable of demodulating 20 dB
below noise level, significantlynproving immunity to the interference when combined with
integrated forward error correctionytt  t h especifgaoyrkidd of expression for. it

When data is transmitted ovet.aRalink, there is a possibility of errors being introduced
into the systm. If errors are introduced into the data, then the integrity of the system may be
compromised. As a result, it is necessary to assess the performance of the system, and bit error
rate, BER, provides an ideal way in which this can be achieved.

The problem withthese pradefined valuesof SNR i s t hat they donot
how isthe" % PBit Error Rate)in a LoRa system. For thatthors of[65] estimatesan ana-

lytical expression focomputing theBER in a CSSmodulationwhichis givenby:

5O b ——— (4.42)

Where0 & is the Qfunction, that$ related t(Qi @ !function defined irEquation 4.43:
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oa -p A O# (4.43
andC 70 is the energy @r bit to noise power spectidénsity ratioEquaion 4.42can then be

rewritten as:
6 o -p AOA—— (4.44

This equation shows that for higher@RBhe BER is more acute andcin be related to

O 70 as shown in Figure 4.8
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Figure 487 Relation between BER ar@ f0

The problem of this expression is that it us€sf0 which in practise does not reflect the
perfect case, because in CG&8dulationthe energy is spread over a large band depends on
several parameters that vary from one system to andthisi stills give a good approximation
for the calculation of the SNRErom the study carried bj6], it is posdble to establista
relation betweelC 70 and SNR for a LoRa systetat is translated by expressiémb:

YUY or pA T ¢Y pd T ¢YC pilT¢68Y pi 1 tédw (4.4H

Whered w is the Noise Bandwidth (Hz)
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For this, we have toonsider thabw 0 . Equation 4.4%hen translatese real sensi-
tivity of a LoRadevice, depending on the chosen Spreading Factor, Coding Rate and Band-
width. Note that this equation is either valid for an emdie acting as a sensor, and for a gate-
way.

The resultingYY  canthen be applied in Equation 4.36 and 4.i87order to extract the

values fromYY and"YY

4.4.2Doppler Effect resistance

Semtech ir{61] claims that the chirp pulse of a LoRa packet is relatively broadband and
thus LoRa offers immunity to multipath and fadimgaking it ideal for use in urban and subur-
ban environments, where both mechanisms dominate, hotieves not always trugtO]. The
robustness to these smathle effects is totally dependent on the type of modulation of the
physical layer of the technology inusage whi ch i n L orRdudt®nToeamrmie i s C.
reason why CSS performs well against doppler shifts is because it uses a large chirp rate (which
is equal to th®&andwidth as defined in E§.1, and therefore it assures a better synchronization
between the transmitter and the receiver.

However, as already mentioned in the previous chapters, LoRa providesitggcom-
munication with a tragloff with DataRate (Equation 3.8emonstrateghis relation), which
inevitably affects the chirpate, and therefore Doppler shifts are expected.

If we combine Equations 413and 4.35the new coherence timéY results in:

8

Y i (4.46

We have stated before that fast fading occurs Wkien”Y, where"Y is the symbol time of
a LoRa packet, given in Equation 3With this, we can estimate the maximum velocity of a
LoRa device until signal distortiorssart to appear. For th&igure 4.9illustrates the variation
of both™Y and”Y with the velocity of the endode.”Y does not depend on the velocity, and
therefore is a constant valli&. decreases exponentially with the increase of velocigycav
considerthat when this two equations craggphically, we are in the limit of the presence of
fast fading Y “Y , and therefore the maximum velocity at that point can be extracted. For
illustrations purposesf we assume for example threetttist combinatios, for instance "Y O
Pdow PpCcWOHYO pidw pcW0Oand'YO o¥d @ ¢ v ®Ochen it can be
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expected that for the first mode, a velocity bigger than 16 km/h would start being a limitation
in terms ofreception of packetdor the second configation, the enshode would be able to
movewithout any distortionsip to a velocity of 64 km/h, and fdre last one, sinceY' is much

smaller, theruntil a valueof 256 km/h no fast fading would be expected.

Tc
Ts: SF=12; BW=125 kHz
‘‘‘‘‘‘‘ TS: SF=10; BW=125 kHz

....... TS: SF=9; BW=250 kHz

16; 0,032768

64; 0,008192

80 100 120 140 160 180
Velocity [km/h]

Figure 497 Comparison of the coherence time and symbol times for LoRa sigithldifferent
spreading factors and bandwidths
This analysis is very important for any network planning that requires atdsiveg in the

field afterwards.

4.4.3Equipment characteristics

As demonstrated isulchapter 4.3the link budget estimation for an laietwork has some
similarities with Radio technologies, such as GSM &f)iecially due to the fact of both tech-
nologies operating in a very close frequency bandrder to estimatthe Link Budget for the
city of Aveirowith LoRa technologysomer e al equi pment 6s itsehare t O

acteristics have to be considered.

4.4.3.1 Gateway and Enddevice

In a real LoRanetwork deployment, the gateways form the bridge between theceed
andthe NS (network servgras described in Figur@4. Theendnodesare connected to the
Gateways through LoRa and LoRaWAN, while the Gateway uses high bandwidth networks

like WiFi, Ethernet or Cellular to connect to the network server, which is typically the TTN
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(The Things NetwojkAs stated already isubclapter 32.2 all gateways within reach of an
endnode wi | | receive the deviceds messages 1in
NS, whichwill deduplicate the messages and select the best gateway to forward any messages
queued for downlink. A single gatewaan serve thousands of devices, but a single device can

be served by only one gatewdyere are mainly twmodes of functiof aLoRaWAN Gate-

way:

MSG (Multiple -Channel Gateways)are able tascan 8 channels anqutoperlydetectand de-
code correctlyp to 8packetsat the same time, eveising differentombinations of Spreading
Factors and Data Rates. (e.g Kerlink IoTti®ta The Things Gatewaj7];

SCG (SingleChannel Gateways)can only receivd.oRa packets omne channel and one
spreading factor at the same tinfdhe major problem of this gateways is that they are not
LoRaWAN compliant. Nevertheless, since they are much cheaper compared to the multiple
channel gateways, they are an dbece alternative for bagners in LoRa technology.

In both of the gateway types, they are essentially cotetitof 3 elementsA LoRa con-
centrator boardb receive LoRaWAN packs, anantennato receive and transmit the signals;
and a processor, to process incoming and outcoming LoRaWAN packets, and to exchange them
back and forth with the concentrator boakiCG are usuall built in using a SX1301 or
SX1257 moduldi.e Kerlink Gateway) contarily to SCG that uses SX1272 or SX121lus-
trated in Figures 4.10 a) and bgspectively

Figure 4.10a) i MCG (Kerlink 10T Station Figure 4.10b) i SCG(RN2483 modulavith
with SX1301 embutted) SX1272embutted)
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In order toplan a more realistic 10T network with LoRa technologneaningor the maxi-
mum capacity, scalability in the network is requjradd thereforddCG are mandatoryo be
used However, br thesake of simplicity andisce the objective of this dissertation is focused
on the evaluation of the physical laye1ly (LoRa technology)the gateways are considered to
implementa singlechannel functionalit, meaning that thewill receiveonly packetdrom the
endnodes that share the same configuraigame channel frequency, bandwidth and spreading
factor).

As for the eneldevicessince they also transmit dataampredefined channedend donét ne
to scan multiple channels at the same fithe same LoRa module can be used to define both
endnodes and gatewalfor that reasorgX1272moduleis taken in consideration for this plan-

ning. From[42], the followingspecifications are extracted

1 "Yi G©& aQb ¢ Ok p TQ6 gwhereQ 000 Q& MYRE [ & i
T "YQ& i QOYO O POoRSAYI Q¥ Vp e O
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4.4.3.2 Antennas

The antennas in both Gateway and-deglices are needed in order to distribute the RF
signals. In general, two type$ antennas are usually considered in a wireless telecommunica-
tions system according to their radiation characteristics: Directional and Omnidirectional. Di-
rectional antennas are more suitable in other kinds of applications, such as Cellular Networks,
whereas in an loT network, Omnidirectional antennas are the best choice.

Omnidirectional antennaae characterized essentially for having an isotropic pattern in a
given plane (the azimuth plane), and a directional pattern in an orthogonal plagle\(¢t®n
plane). This type of antennas amdequate for an IoT network since there is no specific
knowledge of the endevices locations, and therefore they provide coverage in all directions
(horizontally).

The frequency of radiation is one of the masportant parameters of tla@tennas sincé

has a direct influence on the attenuation. Larger frequencies introduce larger path losses.
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With this, two antennas respectively for the gateway and for thel@ride were considered
(Figure 4.11 a) and)b Their technical specifications are extracted from the manurgact
datasheetresulting in the following

T "0l QR 607 GeipOa

1T O @ i
A "YQt 0&10 Q06 WO Qo Q
A "OH0O Qb ®d QEO Q6 Q
Iy
= 7\
o of
—-
Figure 4.11a) i Omnidirectionalantenndor Figure 4.11b) 1 Omnidirectional antennfor
the gateway the endnode

4.4.3.3 Cables and Connectors

WhenLoRaWAN is used, thgateway must have a connection to the internet in order to
forward the packets to the Network Serwdost of the commercialLoRa gateways supports
WiFi, Cellular and Ethernneconnections for this purposglthough LoRaWAN is not takeim
consideration for this deployment, a connection to the Intéhnetigh a CATS5 Ethernet cable
is recommended for future purposes.

Besides thisthe gateway needs a connectiorthe antenna in order to transthe packets
to the enehodes. Thids nomally done by e DF | 6 6 o rcoakidd Eable7wit8 tivad
comectors attached on each si@n theuplink scenaripcables loss are usually despicable,
andtherefore not considered.

The following coaxial cablespecificationsare a viable @nsideratiorfor a LoRa network

planning
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Type W o dWr 0 o4 <a Y.y

LDF 1/ 6,85 - 0 0
LDF 7/ 3,87 - 5 0,1935
CAT5 3,3 1 0,33

Total: 0,5235

Table 4.37 Cables characteristics

From this table, thattenuation caused from the feeds can be defined as:
0 04 0 Tip wo vl o T ¢ dO (4.47)

LDF 1/2 "cables are characterized by being the ones with the higher insertion losses every
100 meters. lgontrast, these cables are the thinnest, which can sometimes be useful, for Indoor
applications, where the cable in addition to having a better visual impact, is also handier. For
Outdoor applications, both LDF 1/2 "and EY/8" cables, presented in Figutd2 a) and b)

respectivelyare commonly used.

—
b)
Figure4.12iLDF 1/ 2' 6 feeder (a); LDF 7/80606 f

Besides the cables, also the connectors need to be considered. Four connectors on the gate-

way side, and two connectors on the-elettice ae necessary

Type Jm| i . Fofr < A4 amy
SMA 0,1 - 6 0.6
Total: 0,6

Table 4471 Connectors characteristics
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The attenuation caused from the connectors can be defined as:

0 Tip'Q 6

4.4.4Path Loss estimation

From all the definitions specified in subchapter 4.4.1and wi th the equi pm
tions defined, the path loss can be estimated faRa communication in both directiofsr
any consideration area, which inghlissertation ishe city of Aveiro.

Aveiro city is considered to be an urban environmand thereforenly this type of envi-
ronment is considerdar the link budget calculationghe LoRa enéhodes can be placeat
door andoutdoor, thus both scenarios have to be consideireck the path loss will differ
between themAlso, it was already demonstrated that seasitivityof a LoRa device varies
accodingly to Eq.4.45 so different path losses value are also expeat#pehding on the mode
in usage In order to estimate thispdir modes of operation are defined for evaluation: worst
case (lower spreading factor and higher bandwidth); best case (higher Spreading Factor and
lower bandwidth), and two other combinations varyregween the best and the wtocase.
For all thecombinations, it is considerddatd 'Y t7u8

In order to estimate the path loss a LoRa communication, both UL (Upknand DL
(Downlink) scenarios have be considered. However, if both etievices ad gateway share
the same charagtstics, then the link budget in theory is exactly the samg@ractise this is
not completely true, since the uplink is usually magakercompared tohe downlink.In both

casesdl the gains, losses and margmsstbe considered, as illustratedrigure4.13
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G Loss
Gateway Gsensor —
. -  Margin |
P OutGateway
Poutsensor

Lroods+Connoctors

Largins Lyargins
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nsor
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N
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=
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L Gsensor

Pmix

Lreeds+Connectars Ggatoway

Figure 4.13i Link Budget Model in Uplink and Downlink
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With this is consideratiorgnd by adaptingquatiord.1, the path losthat accounts for 95%

of coverage igjiven by:

0 0 O "0 0 0 VY (4.49

WhereQis referred to the Sensor or de Gateway, depending if the link budget is considered
in the uplink or downlink, respectively.

YY is given by4.38, 4.39 and 4.4@epending on the location (outdoor, indoor er in
car) conditionsand thisis the key for the path loss calculatigr&nce itis the parameter that
takes in consideration the different combinations of a LoRa devicalktie margingelated

to the environment in study.
With this in consideration, Table 4psesents théink budget calculationfor the defined

LoRa operational modes, considering an out@walindoorenvironment.

SF=12 SF=10 SF=9 SF=7
BW=125 kHz BW=125 kHz BW=250 kHz BW=500 kHz

Outdoor Indoor Outdoor Indoor Outdoor Indoor Outdoor Indoor

by« ™l O 14 14 14 14
S YT 6 6 6 5

T 1 0,5 0,5 0,5 0,5

o mk O by AE 0.6 0.6 0,6

Tt mr ¢
Ho.ym o -137,4 132,1 -126,6 -118,6
304, | 3 3 3 3

bus, ™| 2 2 2 2
Hy o = | O -132,4 -127,1 -121,6 -113,6
T I 9,2 9,2 9,2 9,2

I Fos ™| - 15 - 15 - 15 - 15

H,gv™lo -1232 -1082 1179 1029 -1124 974 -1044  -89.4
. " 142 127 1368 1218 1312 1162 1233 1083

Table 4.51 Link Budget estimation for outdoor and ind@mvironment, and for four types of LoRa
configuration
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In Table 4.57YY s theresult ofEq.4.45 The obtained results for the various combina-
tionsare very similar tahe theoreticalvalues defined by the authors[B8], and also by the
LoRa module datasheet [42]. The slightly difference among thosehise c aus e wed Vv e
ered a BER op 1t for the SNRaccordingly to equatiod.44 while in the documentsien-
tioned, there is no reference to the BER.

Taking in consideration the urban environmegiated parameters and all the necessary
margins, YY can be extracted, which leads to the maximum path loss for 95% of caverage
| t s not bend ® u sis dorsidered @when sensors are placed inside walls), the path
loss reduces drastically (15 dB). This will take even more impact on a dense urban environment,
where the recommended margin is 18[@B]. For the sake of simplicity, #oar penetration
loss was not considered.

Semtech claims that the LoRa module defined for the gatewagtates can receive pack-
ets up to a maximum of 157 dB of path loss when configuring the module to achibightist
range possibl¢42]. In Table 4.5it can be concluded that a maximum path ais$42 dB is
achievedfor the same kind of configurations, which is fairly similar to the theoretical values
defined,especiallywhen the results obtainéa Table 4.5considersa 95% of reliability in the
areaof service whereassemteclonly classifies this for 50% of coverage.

With the estimation of the path loss for the various modes of LoRaptlerage area can
then be projectedsing apropagation model defined subdapter4.3.1. Accordingly to the
study carried by68][24], OkumuraHata seems to be a gdapproach for a LoRa planning

considering the characteristics of tt@Ratechnologyalreadypresented inrChapter 3.

In order to estimate the coveragmge withOkumuraHata mode| theeffective height for
the endnodes Q and the gatewaysQ have to be considerelor that,Q
was defined with aealistic height foithe buildings in the city of AveirdAs for the sensors
since they can have a variety of applicaticarej sometimesebplaced in the floor or in a top
of a building,it is considered a mean heigktmilar towhat isconsicered in mobile network

planning, thus the following associations can be expressed:

T 0Ol Qo608 Gw Yoipod
1 "0 0 QIOREHQQ o T

1 YQ¢ iGA@®QQ plv &
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From Equatiors 4.7 and 4.11he maximum distance between the gateway and the sensor
can be extracted, and that is present in TaleThe equations usleare related to anedium

city.
SF=12 SF=10 SF=9 SE=7
BW=125 kHz BW=125 kHz BW=250kHz BW=500kHz
Outdoor Indoor Outdoor Indoor Outdoor Indoor Outdoor Indoor
0,5 0,029 0,3 -0,119 0,1 -0,277 -0,1 -0,503
2,9 1,070 2,0 0,760 1,4 0,528 0,8 0,314

Table 461 Estimation of the maximum distance between the sensor and the gateway, for outdoor and
indoor environment, and for four types of LoRa configuration

The results presesdin Table4.6 shows that maximum range of 2,9 kis expectedn an
outdoor urban environmetike the city of Aveiro, when using the Okumuitdat model This
result is just an approximation si rhepathwe 6vVv e
loss, and the propagation dwl translates a significant importance to this estimation.

Nevertheless | ndoor coverage seems to be a prett)
range is less than the double of thédoor'Q ; for all configuration modes.

For other types of ensonments (densarban and rural), different ranges are expected, be-
ing rural the environment that would represent the best improvement, since it has much less

attenuation when compared to urlmardenseurban environment.

4.5 Coverage Area

After determining the celladius, meaning the maximum distance between thenedds
and the gateway, it is necessary to defige@metric shape that characterizes the coverage area
of eachcell. Ideally the area woultbllow a circular geometryhut asshown in Figure 4.5due
to different propagation effects, the coverage of the cells follows aegutar pattern, and
therefore this is not the best approach. Instead, hexagons are proved to be a good approximation
to estimate the coverage of the area inlg{69].

The advantage of using the hexagonal pattern to represent thdoceikdis because it
allows touse the symmetry properties of this polygon. Each hexagon then represents the cov-
erage area af gateway

The gateways are placed on a regular grid, with fixed-siterdistances and positioned

using a nororthogonal 60%artesian pair of axisoh) . Each gateway will consider a service
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area limited by a cell radius,, Rhich is this case is equivalent®™ ; , as shown in Figure
4.14

Figure 4.141 Coordinate system to determine the distance between gatfa8hys

The distance between two adjacent gatew&ys ) and the area of coverage for each

of them 0 is given byequations 4.4@nd4.50respectively
[0) oY (4.49)
5 ozl zy (4.50)

After choosing an appropriate place for the position of th@dteway, the e mai nanng 6 s
be placedvithin a distance ofic’Y from each others, respecting tattern illustrated in Figure
4.14

I t 6s i mp or ttleanfdarthis pannnghg hoRa gatways are considered to trans-
mit always in the same channel, thereforedbecept of frequency reusefien used in radio
planning[70]), is not considered her&his will indeed cause interference between adjacent
cells, but br this reason, thenterference margin has to be considered in the link budget calcu-
lations.

Finally, the numberfoneeded gateways to cover the area idystan be estimated by:

0 — (4.51)
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For this planning, it was already definedsubtapterd.2tha the total area of Aveirowu-
nicipality 0 is Yiv G |, therefore the number of gateways necessary to cover the area in

studycan be expressed in Table fov the various LoRa modes of configuration.

SF=12 SF=10 SF=9 SF=7
BW=125 kHz BW=125 kHz BW=250kHz BW=500kHz

Outdoor Indoor Outdoor Indoor Outdoor Indoor Outdoor Indoor

8,5 8,5 8,5 8,5

4939 1,853 3,509 1316 2,439 0915 1,452 0,545
21,127 2,973 10,665 1501 5,153 0,725 1,825 0,257
1 3 1 6 2 12 5 34

Table 471 Estimation of theNumber of Gatewaydor outdoor and indoor environment, and for four
types ofLoRa configuration

I t 6s not or i beuokgatewayshcredsds avithtig wlearease of spreading factor
andalso with thencreaseof bandwidth for both Outdoor and Indoor applications. This is ex-
pl ained due to the faBWos$s hahcHegdhes SHkéssams
device, and therefore a bigger distance between the gateway anddends achieved. The
bigger is the link range&Y ), the less is the number of number of gateways.

In order to cover all theuddoor city of Aveiro with SF=12one gatewayould be enough,
as for SF=7at least 5 gateways would be needed.

Note thatthese resultsl o ntéatk e i n consi deration any poss
appear in the real environment, as this is just an estimation efagm. Depending on those,
some other gateways might be required in order to achieve the desired % of coverage in the
area.Also, these results might be different if the capacity of the network is evaluated, which is
not the case in this dissertation.
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Simulation of a LoRa Network

5.1 Introduction

This chapter is focused in validating the theoretical calculations of the LoRa network from
the previous chapter, through a set of simulations, using a RF Prop&fativare

Section 2 compares sever&l o f t wamailablé is the market and highlights the one cho-
sen for this dissertatiogloudRFE

Section 53 provides the coverage results observed in the Simulator tool for various scenar-
ios, such as different modes of transmission diffdrent propagation modelBor that, ade-
tailedanalysis of the city of Aveiro, where usiGg@ogle Earththe best places for the placement
of the gateways are chosen. For that, several factors are taken into account, such as the terrain
morphology andheight of the buildings, in order to achieve not the best coverage area, but also
to reduce the number of sites required determined in the calculations.

Section 54 compares the calculated results described in chapter 3, with the simuation

sults obtaind in section 5.

5.2 Software Simulator

RF wave propagation simulation software taeused to predict thbehaviourof a radio
system allows the testing of the network that was planned from theoretical calculations based
on mathematical formulas, analysis tecjugs and programming algorithnishis increases the
efficiency of planning and reduces the costs that woalk o be spent on tests with real

equipment to guarantee the coverage, while also minimizing the number of sites needed to cover
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the entire target area, which translates into cost savings, which is an important factor in engi-
neering.

These simulatordased on prediction tools, allew adjust locations, heights (either sites,
sensors and even buildings), parameters of emission and reception of sites and sensors, propa-
gation models and other parameters to make the simulaiolose as possible of theality.

There are many RF Planning simulators available onfioene of them requires a purchase
license for a simple usage, Whbthers, such as Radio MobdedCloudRF, canbe used for
free howeverwith someusagdimitations.

All of these simulatrs have different features amomrga ¢ h  obutlessentiaby, all of
them would be viable for a genedellularnetwork planningnly.

In order to perform the simulations of the planned network described in the previous chap-
ter, anloT network planning simulator, preferable with LoRa technology, would be the most
viable option.However, with an exception &TDI simulator[71], thatrequires a purchade
licensecof 500 &/hnearet h,sndt any dediacadablefa freemihe or Lo
market.

For that reasarthe challenge in thidissertatiorwas to find a germrec, but appropriatd&RF
Planning Software Simulator, and through the manipulation of some parameters in the software,
adapt it to the planned loT netwaskchapter 3

After some deep research in the finding of the most suitable soft@anelRF[72], de-

tailed descripted bellowyasthe chosen Simulataio performall the simulationsA more

5.2.1 CloudRF

The Softwareused for thesimulationsof the planned LoRa networkas CloudRFE which
is aSoftwarethat allows the modificationsf several important parameters and drsgires a
precise network planning. The version@budRFemployed in this thesis was the freeware
version, &houghit offers three types of monthiyaid plans: Standard, Expert and Enterprise,
thus Enterprise the plan without limitations, however witbasct of 1000/ mont h.
Regardless the type of license used, the freeware versiioudRFallows thecustomiza-

tion of very important parameters detailed next.
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5.2.1.1 Terrain Data

Uses a variety of open DEMs (Digital Elevation Models) with global coveragacanlacy
ranging from 90 to 2 meters, depending on the location. Most of the coverage is provided by
SRTM (Shuttle Radar Topography Missipiversion 3, where the data is provided by NASA
(National Aeronautics and Space Administration) and offers a remohit90 meters. Most of
the world's territory (99%) is covered betweé0 and +60 degrees by default, so it perfectly
covers the region of Aveiro, as can be seen in FigLire

a0 - SRTVM COVERAGE MAP

-1@80 . - - . B 30 6o =20 150

LONGITUDE WA:'olnE]:
Figure 5.17 SRTM Coverag¢73]

In addition to DEM modelsCloudRFalso offers the possibility of including data obtained
from LIDAR (Light Detection and Ranging) technology, which are more accurate data and
increases the resolution of the terrain to 2 meters, however, this is only possible in certain lo-

cations of theylobe, i.e United Kingdormand for purchased licenses.

5.2.1.2 Propagation Models

It allows the selection of a variety of propagation models for different purposes, all of which
are open source so that anyone can examine the algorithms used. For the execution speed to be
maximum, the models are all written in C ++ language. Telecomiaions professionals and
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those who develop algorithms of this type are encouraged to give feedback to update and opti-
mize models wherever possible. Among the various models available in the paid versions, the

following models can be used in the freewaresion:

A ITM (Irregular Terrain Model) i Also known as the LongleRice model, it is a gen-
eralpurpose model that can be applied to a wide variety of engineering problems in the
range of frequencies between 20 MHz and 20 GHz. It is based on the electriienagne
theory and on statistical analyses of both ground characteristics and radio measure-
ments. It predicts the average attenuation of a radio signal as a function of distance and
signal variability in time and space.

1 Okumura-Hatai An empirical model operatg in the range of [150, 2000] MHz. This
is the propagation model used in network planning and already presented in the previous

chapter.

5.2.1.3 Antenna Patterns

It has a large database of antenna models and allows the adjust of the antenna radiation
diagram &zimuth and elevation) for all user subscriptidgsing a pattern greatly enhand¢ks
accuracy of the planning, since it simulates the radiation capacity with the characteristics of the
actual antennas that are intended to be used. It also allows tinéosghl antenna pattern that

can be obtaineftom a hardware vendor likeelewavd74] or Kathrein[75]

5.2.1.4 Ground Clutter

Ground Clutter

Landcover data or clutter is essential for accuracy in RF planning. It describes obstacles
above the earth such as trees, buildings or vegetation which are not normally reflected in digital
terrain due to the way the terrain is creat@oudRFsupports three different types of ground

clutter:Random, Point and Landcover
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1 Random clutteris the simplest type daflutter,which is defined as a heigint the inter-
face. This heighis then applied to the digital terrain to enhance the heigdrily around
the transmitter. This is easy to implement for broadcasting predictions but lacks accu-
racy and is not able to differentiate between an urban area or a block of trees for exam-

ple.

1 Point clutteralows toimprove accuracy by adding precisidntter above ground level
to simulate buildings, tree lines and other features not represented by the SRTM data.
When an item of clutter is added at a point, it causes the ground height to be increased
by the height of the obstacle.t 6 s a | ® orea oustani obstaeeghin Google
Earth (or any other KMI(Keyhole Markup Language) mpging tool) to make points

on the map, by usingither the placemark, polygon or line tools.

1 Landcover clutterdata is available in the system with an accurac.004 degrees
which equates to between 200m and 400m per point dependent on latitude. The MODIS
Landcover data has been published for public use by the University of Maryland and is
Copyright University of Maryland, Department of Geography and NASA. MQII&
has 17 bands which equate to different types of landc@leudRFtranslates these
bands into obstacle heights according tolTig-R P.45211[76] standardhatare pre-
sentedn Table 5.1

Class Terrain CloudR- height
0 Water Om
1 Evergreen Needlele&brest 20m
2 Evergreen Broadleaf forest 20m
3 Deciduous Needleleaf forest 15m
4 Deciduous Broadleaf forest 15m
5 Mixed forest 15m
6 Closed shrublands 4m
7 Open shrublands 2m
8 Woody savannas 4m
9 Savannas 2m
10 Grasslands 2m
11 Permanent wetlands Om
12 Croplands 2m
13 Urban and builup 20m
14 | Cropland/Natural vegetation mose 2m
15 Snow and ice Om
16 Barren or sparsely vegetated Om

Table5.17 SRTM Coveragé73]
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In addition to the features presented, it is a-fisendly and practical softwa whose in-
terface is shown in Figure 5.2

() TRANSMITTER
() LocATION

() ANTENNA

() RECEIVERS

() ENVIRONMENT

(3 outeut

Figure 5.27 GUI interface ofCloudRF

5.3 Simulation results

In order to confirm and validate the network planning proposed in chapter 3, various simu-
lations usingCloudRFwere performed. The software only allows to perform simulations in the
Downlink, whichd oesndét i nterfere with the conclusio
sumed that the Downlink path loss would be equal to the Uplink.

As stated in 2, the freeware version @loudRFallows the user to choose between two
types of propagation model@kumuraHataand ITM. Although Chapter 3 have only proposed
a network planning usin@kumuraHata, it would be interesting to compare both propagation
models trough simulations, therefore both are presented in thchapker.

For both propagation modet®;o simulations approach are presented: firstly, only one gate-
way is considered, regardless the mode of operation for the LoRa nodes; then, a secondary
approach where all the gateways needed to offer a proper coverage to the area in study are
presented.

In both cases, a previous analysis of the area in study was done with Google Earth, where
the terrain, elevation, buildings etcé were
to place the gateways accordingly to the mode of configuration abfRa endnodes.

This led to the environment classificationGfloudRFas defined in Figurg.3
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ENVIRONMENT

Random clutter 0 m

Point clutter Eil =
Landcover clutter Ell

Terrain conductivity

Radio climate

Maritime Temperate (land) ]

Figure 5.37 Environment conditions i€loudRF

5.3.10kumura-Hata

As mentioned before, in order to validate thepmsed planning with th®kumuraHata
model, two simulation approaches were performed for each of the four LoRa configurati
modes. As seen in Table 4.10, when using a SF lower thamot@,than 1 gateway is required
to be placed, and therefore the distance between the gaté@ays  given by Equation
4.49must be respected. However, sometimes this cannot be fully followed, since this is just a
theoretical value, and when analysing the real geographical@rea, results in locations
that are not suitable to place the gatewByerefore, some approximations have to be taken

forward.

With this in considerabn, all the gatewagnd sensor parameters mentioned in Friis formula
given by Equatiort.1 were placed in the simulator GUFigure 5.2) In this case, since only
Downlink is considered, the gatay is the TX and the endbde ighe RX. For the propagation
model, all the parameters given in Equaddlodiwe r e r espected, and AKni f
option was activated in order to consider the diffractions caused bygheo&the buildings.

Finally, the simulation results witbkumuraHata model are illustratedin Figure 5.4 to
Figure5.9.Each figure represents a single LoRa configuration mode, with the theoretieal s
sitivity of the enddevicecalculated in Table 4.being the only difference among them on the

configuration ofCloudRE
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Goagle Earth

Figure 5.67 Simulation with 1 Gateway for SF=9/BW=250 kHzsingOkumuraHata
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Google Earth '

Figure 5.77 Simulation with 1 Gateway for SF=7/BW=500 kHzsingOkumuraHata

Figure 5.4 and Figure 5roved that LoRa has quite a long range, covering all the area in
study with only @teway, as it was predicted in shbpter 45. Il tds notorious th
is more extensible to the southbound side, although it also reaches some areas in itie, west s
which makes sense since it a mucbre wideand open area of the district of Aveiro (however
not interesting for this evaluation). Although they present similar results in terms of coverage
range, to cover the municipality of Aveiro delighting inth# Figures above in yellow line, the
configuration of Y'O p #6 & p ¢ ®'Oould be more suitable, since it would provide the
same coverage, butity an higher bit rate, as demonstrated in EquaidiiFigure 5.5.

When using’Y'O «f6 @ ¢ v ®'Oonot all the area in study is covered with only one
gateway, and therefore another gateway has to be gleiceae 5.6) Similarto this, also Fig-
ure5.7 shows that one gateway is not enough and for that reason, others have to be added. In
both casesQ was respected, and it was concluded that two gateways would cover the

city with "Y"O 8 @ ¢ v ®Ocas shown in Figure 5.8
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Figure 5.81 Simulation with2 Gateways for SF=9/BW=250 kHzsingOkumuraHata

With"Y'O x76 & v mR'Oqot all the locations are still reached with 5 gateways imple-
mented in the network. In order to maximize it, another gateway at least shall be placed. How-
ever, the locations that are not covered are mainly in the west side river, and therefore not

critical and justifiable to increase the number of gateways and cost of the network.

R ¢ )

Figure 5.97 Simulation with 5 Gateways for SF=7/BW=500 kldsingOkumuraHata
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5.3.2ITM

In the study carried by the autlsan[77], ITM model was proveto be a conservative and
a more realistic model when compared to otl&esause athat,it imposes greater attenuations
andbr more attenuations to the propagatsignal as such, the signal levels throughout each
cell will be inferior to those of thenodel ofHataand, consequently, it forces to the use of more
sites tocover the same area. On dmend,the planning is safer in terms of coverage, on the
other hand it implies higher costs compared toQkamuraHata model.Figures 5.10 5.13

presentshe same simulatioress Figures 8.1 5.9, but using the ITM model instead.

GoogleEarth

Figure 5.117 Simulationwith 1 Gatewayor SF=10/BW=125 kHzysing ITM
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Figure 5.141 Simulation with 2 Gateways for SF=9/BW=250 kHz, using ITM
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Google Earth

¥ >
SE 0N
0

Figure 5.151 Simulation with 3 Gateways f@F=9/BW=250 kHz, using ITM
5.4 Comparison ofresults

Forall of thesimulation results presented in the previous subchapter, the goal was to present
acoverage for the city of Aveiro with the minimugateways possiblén order to reduce the
cost ofa possiblemplementation. The coverage for the city of Avewas dways assured
within a range betweesb0 and the minimum receiver sensitivity accordingly to the mode of
operation, which in this case varies betweEw and-123 dBm.

For all the confjuration modeshe simulation results wit@kumuraHata demonstrated
that OH is a very consistent model for all the regions of the city, while I'Bvhigre conserva-
tive modelin zones where the datsof buildings is higler, such as the city ceat andless
conservative in open areas (West and South side of the city of Aaitbk case of the first
two modespne gateway was enough to cover all the entire city pretty well with the OH model.
ITM also offers a pretty decent coverage, however with dalind spots next to the coverage
of 2 km. For the remaining two modes, only one gateway will present indecent coverage, and
thereforeothers have to be addeding OH(Figures 5.8 and 5.9and also for the ITM model
(Figures 5.14 and 5.15).

Table5.2 gives a comparation between the expected results and abtaséts in terms
of coverage between the theoretical results and the coverage obtained for both of the propaga-

tion models among the four modes.
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Expected

= 21,127
SF=12/BW=125kHz ' ™

SF=10/BW=125kHz ' ™

SF=9/BW=250kHz

=+ <m

SF=7/BW=500kHz

Obtained w/
OH

181,04
1
143,79
1
81,31
2
2,65
5

Obtained w/
IT™

155,46
1
131,16
1
86,22
2
6,5
3

Table 5.27 Comparation of the results between the theoretical coverage area, OH model and ITM

model

As expected, the simulationssults in a muckvider coverage when compared to the theo-

retical resultsThis is due to the fact that in the propagation model caiouls, a single type

of environment is defined (i.e urban), and the coverage area is estimated based on that. In the

simulation resultssince the software considers a much more detailed environment type, zones

without buildings, wider and open areas or with LOSwiit translate in a much better quality

signal at the reception. Apart from this, the ITM moakthoughbeing more conservag, it

presented better results for the foange modes, being able to cover the entire city with only 3

gateways, when from OH at least 5 gateways were needed (Figurel®.ttis).next chapter

different analysis will me made in order to compare the #imal and simulation resultgith

the real measurements taken in the city of Aveiro.
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Implementation and Evaluation

6.1 Introduction

This chapter describes the tests that have been performed with the LoRa technology, to
validate the proposealanning, as long as the obtained results, its range and quality in distinct
scenarios.

Section 6.2 describes the Hardware setup for both the LoRa devices that were used to per-
form the measurements.

Section 6.3 presents the results obtained in a relahilid availability analysis for the dif-

ferent locations.

6.2 Hardware Setup

In order to validate the proposed planning and simulations, some real tests were necessary
to be done in the city of Aveiro. For that, a gateway and alemntte were requiredT (Instituto
de Telecomunicacdes) of Avejrbas developed a solution containing a Single Channel Gate-
way already placed in in the city and ready for usage. The advantage of this solution resides in
the fact that 1tds a muccomparbddoapreercialgatetvays i mp | e
whichareer y expensive (i.e 150004 for tiomenKerl.

source or difficult to customize.

Eachdevicehas a core element which is a Raspberry Pi 3 board with the following char-

acteristics
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Processor 1.2GHz 64bit quad-core

ARMv8 CPU

Memory 1GB

WiFi Networking 2.4GHz 802.11n Wireless
LAN

Operating System 64-bit Raspbian GNU

Table 6.17 Raspberry Pi 3 Model B spedaétions

To implement the proposed solution, IT have used the SXll@Ra modules manufactured
by Libelium. Libelium's LoRa module works in both 868 and 900 MHz ISM bands. Those
frequency bands are lower than the popular 2.4 GHz band, so path loss attenuation is better in
LoRa. In addition to that, 868 and 900 MHz are bawitls much fewer interference than the
highly populated 2.4 GHz band. Besides, these low frequencies provide great penetration in
possible materials (brick walls, trees, concrete), so these bands get less loss in the presence of
obstacles than higher bands
Figures 6.1 a) and 614) present the moduld#one and a Raspberry Pi with the shield of the

module

Figure 6.1 a)i SX1272 Module Figure 6.1 b)i Raspberry Pi 3 witiMultipro-
tocol Radio Shield an8X1272Module

The SX1272 LoRa module counts with a C++ library that provides the management of the
SX1272 LoRa module in a simple way. This Application Programming Interface (API) offers

a simpleto-use open source systenon®e of the mairfunctions are listed in TableZ

98



Functions

ON()

OFF()
setLORA()
setMode()

setHeaderON()

setHeaderOFF()
setCRC_ON()
setCRC_OFF()

setChannel()
setPower()

setNodeAddress()

getSNR()
getRSSI()

getRSSlIpacket()

sendPacketTimeoutACK()

receivePacketTimeout()
receivePacketMAXTi-
meout()

There are ten predefined modes in the API, including the largest distance mode, the fastest
mode, and eight othémtermediate modes. All of them can be modified or deleted, and also it

is possible to attach new modes in the appropriate function. The predefined modes and its prop-

Description
Opens the SPI and switches the SX1272 module ON.
Closes the SPI and switches the SX1272 module OFF
Sets the module in LoORaTM transmission mode.
Sets the BW, CR and SF of the LoRaTM modulation.

Sets the module in explicit header mode (header is sen
Sets the module in implicit header mode (header is not st

Sets the module with CRC on.

Sets the module with CRC off.

Sets the indicated frequency channel in the module.
Sets the signal power indicated in the module.
Sets the node address in the module.

Gets the SNR value in LoRaTM mode.

Gets the current value of RSSI from the channel.
Gets the RSSI of the last packet received in LoRaTM ma
Sends a packet to a destinatimfore a timeout and wait fol

anACK response
Receives information before a timeout expires.
Same as previous function with maximum timeou

Table 6.21 Example of functions of the SX1272 mod{il&]

erties are shown in the next table.

Mode

1

PO 0O~NOO UL WN

BW
(H2)
125

250
125
500
250
500
250
500
500
500

CR

4/5

4/5
4/5
4/5
4/5
4/5
4/5
4/5
4/5
4/5

SF Sensitivity Comments

12 -134 Max range, slow data rate
12 -131

10 -129

12 -128

10 -126

11 -125,5

9 -123

9 -120

8 -117

7 -114 Min range, fast data rate

Table 6.31 Functional mode characteristics of SX1272 modu&

The proposed solution implementation was developedTbfinstituto de Telecomun

cacoe} using Python 3.5 programming language. The API developed has a defined packet

structure that is shown ihable 6.4
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dst src packnum length data retry
1 byte 1 byte 1 byte 1 byte variable 1 byte

Table 6.47 Packet structure of a LoRa packet with IT API

This structure has many fields to be filled by the user or the application, such as:

dst - Destination node address: this parameter is indicated as an input in the function used by
the user;

src - Source node address: this parameter is filled by the application with the module's address
(previously set by the user);

packnum - Packet number: this parameter indicates the packet number and is filled by the
application. It is a byte field, so it starin 0 and reaches 255 before restarting. If the packet is
trying to be retransmitted, the packet number is not incremented;

length - Packet length: this parameter indicates the total packet length and is filled by the ap-
plication;

data [MAX PAYLOAD] - Data to send in the packet: It is used to store the data to send to
other nodes. All the data to send must be stored in this field. Its maximum size is defined by
MAX PAYLOAD. The maximum payload size is 250 bytes;

retry - Retry counter: this parameterfilled by the application. It is usually equal to 0. Only
when the retries feature is used, this value is incremented from 0 to the maximum number of
retries stored in the global variable maxRetries which value is 3 by default. If the packet is sent
successfully, or if the maximum number of retries is reached without success, the retry counter

is set to O.
6.3 LoRa Range Evaluation

To evaluate the capabilities of LoRa in terms of its communication range and gelity,
eral tests have beenrfmmed in diferent conditions of tharban cityof Aveiro.

Firstly, analysis is undertaken to determine the reliability of LoRa packet traismsiss
various fixed locationsAfterwards a second analysis is performed, where the LoRa sensor is
placed inamovementar todemonstratés availability by analysing the RSSand determine
its maximum coverage rander different places in the municipality of Avejrand also to
evaluatats robustness againBoppler shifts, since LoRia often describedn the literature as

being i mmune t[89,0.ppl er 6s effect
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For both analysis, three LoRa modes were tested, a short range muddledong range
mode and #ong range modeMode 1 was taken out of scope this testdecause it implies a
very hightimeonai r, and besides that, it wouldndét ©be
at a speed ofd"QArQmost of the packets would be lpss shown irfigure 4.9. Therefore,
the specificationfor the other threenodespresented throughout this dissertatawapresented
in Table 6.5

Mode BW 45 CR SF Sensitivity ® ||
3 125 4/5 10 -129
7 250 4/5 9 -123
10 500 4/5 7 -114

Table 6.51 LoRamodes used for tests

In both scenarioghe LoRagatewayis equipped with a Libelium SX1272 transceiverd
fixed on the top of a building in 30m bkightati F§8 br i ca da Ce)Wwtmancao ( F
omnidirectional antenna providirdBi gain over he 868 MHz band.

<+ |.0Ra Gateway

Figure 6.21 LoRa Gatewayleft), at an height of@n and LoRa Nodplaced in a cafright), at an
height of 1.5nfrom the ground

The LoRa endhode ispoweredby a 5Vbattery anduilt uponRaspberry Pi 8evelopment
board, with Libelium multipotocol shield and Libelium@Ra SX1272 communication module,
communicating with 868MHz omnidirecional antenna with 4.5 dBi gain aattaclkedto the

roof-rack of thecarand withapproximately at 1,5 m height tife groundFigure 6.3.
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Table 6.6iststhe complete parametausedfor both nodes in thavailability and reliabil-

ity analysis
Characteristics Gateway Node
Processor Raspberry Pi 3 Raspberry Pi 3
LoRa Module Libelium SX1272 Libelium SX1272
Modulation LoRa LoRa
Antenna Gain® || = 6 dBi 6 dBi
Transmit Power® || O +14 dBm +14 dBm
Frequencyd 5 » 865.2 865.2

Table 6.61 LoRa Gateway and Node configuratiparameters

During the measurementbe LoRa endéhode was periodicallgending a uplink packet to
the gatewayncludinga sequence numbéslobal Positioning System (GP®Bformation (ve-
locity and location)which were used to estimate the packet loss rate and the positlua of
node respectivelyUpon decoding it, thgateway would determine the value of the SNR and
RSSI, which was used farovide anestimation of the coverage based on the position of the
endnode. A specie of delivery mechanism was usdelt the enedevice know that the packet
was successfully recaead by gatewaya downl i nk AACKO packet of
ted back to the endevice.The downlink link budget was expected to be estimated from this
method, however after some measures it was concluded to be not reliable, and therefore not
consideed for this analysisTheperiod of the packetsas cfined in order to assure that it was
biggerthanLoRa maximum TOAgiven byEq. 3.10 In bothends, a.log file would be gen-
erated containing all of the informatioestibed above, as shown in FigLge3.

[ 1 5, 40.629677, -8.654801, 7.516000, 15.700000, 0, —110 |

| R P R A

Seq. N2 Lat Lon Velocity Altitude SNR RSSI
(2] [ [m/s] [m] [dB] [dBi]

Figure 6.37 Example of a file extracted from the gateway
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6.3.1Reliability analysis

The reliability testsn any application consists typically in setting up strategicallydeT
vice installation pointd-or most of the IoT applications, the devieelt be placedin aindoor
environmentinside buildings and housdd$owever it has already en demonstrated thaalls
andany kinds of castructionmaterials introduces severattenuation$o the propagatin sig-
nal, thussince this analysis is done with only one gateway, tverdd bea high changéhat
the results woul dnotTo dvad thath tevelvisteatedicalpfaces weeev a | u a
defined in an outdoor environmeontly, where ten are padf the city centre of Aveiroconsid-
ered to be an urban environmeawd two are outside of the city centsamilar to rural envi-
ronment characteristic3he reason for the definition of this two last points is to verify the
maximum range in an open ar€&agures6 .4 illustratesall the locations in study. Figure 64
gives a topview of the general map, and Figurd 6) illustrates each individual location from

a realfootage taken in every point.

Q p
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N235

s

DN/ g s ) &
gle, Imagery ©2018 CNES / Airbus, DigitalGlobe, IGP/DGRF. Landsat / Copernicus

Figure 6.4a)1 Top-View of thelocations defined
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Figure 6.4b) i Detailed view of the locations defined

For every reference poirnltustrated in the figuresbove, 50 packets of 255 bytes were
transmitted irJplink in order tohave a conservative analyside size of the transmitted pack-
ets are considered to be higher than the usual for most of the 10T applications, however it will
still give a better idea of the results since this is the maximum length of a LoRa packet and the
scenarios are tested in the worst conditidigh this in consideratin, all of the measurements
were cancluded and dog file for each of the modes westored in the gateway. This file has
the format illustrated in Figure 6.3fter some analyses and calculatibtmshe obtained results
the total number of transmittexthd received packetdhye PSR(Packet Success Ratid@NR,
RSSI and cadistance betweethe enedevice and the gateway che extracted for each of the

locations The results for Mode 3, 7 and 10 are presentd@bie 6.7, 6.8 and 6rg@spectively.
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Mode

Mode

Mode
10

P1
P2
P3
P4
P5

P7
P8
P9

P10

P11

P12

P1
P2
P3
P4
PS5
P6

P8
P9
P10
P11
P12

P10
P11
P12

Pkt.

TX
50
50
50
50
50
50
50
50
50
50
50
50

Pkt.

TX
50
50
50
50
50
50
50
50
50
50
50
50

Pkt.

X
50
50
50
50
50
50
50
50
50
50
50

50

Pkt.
RX
49
50
50
48
49
45
44
47
47
46
47
38

Table 6.71

Pkt.
RX

48
48
49
48
46
36
35
36
45
24
48
0

PSR
[%]
98%
100%
100%
96%
98%
90%
88%
94%
94%
92%
94%
76%

SNR
[dB]
1,8
5,6
7,0
7.8
4,7
55
-7,2
1,5
7,0
-9,6
43
-6,0

RSSI
[dBm]
-107,8
-101,3
-92,9
76,7
-103,7
-102,3
-122,9
-109,0
-95,6
122,3
-104,9
121,4

Lat

]
40,628
40,634
40,637
40,639
40,644
40,643
40,644
40,644
40,646
40,636
40,651
40,640

Reliability results for Mode 3

PSR

[%]
96,00%
96,00%
98,00%
96,00%
92,00%
72,00%
70,00%
72,00%
90,00%
48,00%
96,00%
0,00%

SNR
[dB]
2,1
2,7
5,5
6,9
1,4
0,0
-10,4
-10,3
35
-11,4
-3,3

RSSI
[dBm]
-116,1
-103,5

-97,2

-77,5
-105,6
-109,3
-124,4
-118,5
-100,3
-125,4
-117,0

Lat
[°]
40,629
40,634
40,637
40,639
40,644
40,643
40,644
40,644
40,646
40,636
40,651

Table 6.87 Reliability results for Mode 7

Pkt.
RX
0
0
38
50
50
49

Ooo oo

PSR
[%]
0%
0%
76%
100%
100%
98%
0%
0%
98%
0%
0%
0%

SNR

[dB]
3,0
4,7
1,3
0,1

2,7

RSS!
[dBm]

-98,2
-81,1
-107,6
-102,5

Lat
[°]

40,637
40.639
40,644
40,643

Table 6.91 Reliability results for Mode 10

Long
%]
-8,655
-8,649
-8,648
-8,644
-8,641
-8,646
-8,649
-8,657
-8,663
-8,692
-8,705
-8,657

Long
|
-8,655
-8,649
-8,648
-8,644
-8,641
-8,646
-8,649
-8,649
-8,663
-8,692
-8,705

d
[m]
1400
640
400
120
615
570
840
1300
1850
4100
5400
1200

[m]
1400
640
400
120
615
570
840
1300
1850
4100
5400
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For a more ea&scomparation, the resulpsesentedn the tables above, adevidedin two
parts: First, a comparation between the various values of the SNR an@die$fBésented in
Figures 6.5), b) and c)and secondhe relation between the received packets and transmitted

packets PSR is presented in Figures 6a§, b) and c).
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-15 -130
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Figure 6.5a)1 SNR variation with the dis- Figure 65 b) i RSSI varigion with the dis-
tance for the variousoRamodes tance for the variousoRamodes
10
5 /
0
2]
K=}
ozc 5
5 Mode 3
10 Mode 7
Mode 10
-15
-125  -120  -115  -110 -105  -100 -95 -90 -85 -80 -75
RSSI [dBm]

Figure 6.5¢) i SNR variation with RSSI for the varioul®Ramodes

Starting with theshorterrangemode(Mode 10) a maximum distance di850meters was
achieved with an SNR of 2.7 dB and an RSSI9& dB.If we consider just the value, this is
indeed a very good coverage range for the mode in utilizatooveVver, thisvas only possible
because the location was in clear {ofesight with the gateway. With this mode, only more 4

locations were possible to be classified as reliable: P3, P4, PEh@®ongest location from
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the gateway that the emibde was still able to receive packet was at P5, where an SNR of 1,27
dB and RSSI 0f107,56 dBmwas achieved. If we define this as the maximum range of Mode
10, then we can conclude that the results expected in chapter 3 are similar to the obtained, since
webve det er mi ne df 80dm with ani RA%I ofLl04,4adBrg fer this configura-
tion.

With Mode 7, at P11 which was located 5,4 km away from the gateway an SBIR ahd
an RSSI of117 dBm was obtained. For the same location, Mode 3 got much higher values.
This position is quite similar in terms of environment characteristics as P9, wiiains why
a bigger SNR and RSSI is obtained, regardless the mode of utilization gAathtremeasure-
ments, only 1 location was nobwered by the gateway, whichas aredully surroundedy
buildings, which causette signal to drop below the receisensitivity(Figure 6.50)). From
the theoretical calculations, an RSSId12,4 dBm was defined to be expected at a range of
1,4 km. From the results obtained in the measuremdrit8,5dBm was achieved atsamilar
distance (P8).

Finally, with Mode 3 similar results are obtained as with Mode 7. The only difference is
that with Mode 3, irall of the locations defined, the node was able to communicatelveith
gateway (whereas in Mode 7 there vaaslind spot at P12), and for all the locations, a bette
SNR/RSSI was receiveds expected, this mode offered the best conditions in terms of propa-
gation.In Chapter 3 we have estimated a maximum range koh, with an RSSI 0f117,9
dBm. On the results presented, the closer distance to this value of P9ehairece it is in an
open area, a better RSSI was received ad therefore this comparation cannot be done.

In a comparative analysbetween RSSI and SNR (Figure 6.h it)}can be concludethat
for received power levels in thA#00to -122dBm rangeafairly linear response is obtainéat
mode 1 and similarly for mode 7 and 1@here the rage varies fron+100 to-117 dBm and
from -98 t0-102 dBm, respectively

In resume, two main conclusions can be taken from the figures above:

1) SNR/RSSI tends tdecrease with the raise of a distance urtid\zerage area of around
700m is reached. After that, at bigger distanties signalkstarts to be highly impacted
by the buildings obstructi@and presence of shadowing effect, and therefore the results
for SNR/RSSIreduces drastically. This is the points where the difference among differ-

ence modes starts to be notorious. For more sensitive nodes (i.e Mode 3), the gateway
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is still able to communicate with the node, however, this is the oppositeefdeds
sensitive (i.e Mode 10);

2) Althoughitss clear that the distance between the gateway and the node highly affects
the propagation signah the citycentre this is not valid when the node starts entering
locations with better propagation conditigissich as open areas, or areas where better
LOS isachieved). In this cas§NR/RSSI values starts to increase, making possible

good reliable link at very significant distancaader those circustances.

In regards td®SR comparation, the results amailigthe males are illustrated in Figures
6.6a), b) and c)The number of samplg€50) isdefinitely not enough to get the proper results,
which will be statistically meaningful. Unfortunately, the low data rate and limitations of the
spectrum usage reg@tions on the duty cycle significantly hamper the measurements, since the
nodes automaticalliakethis in consideratiompon transmitting a LoRa pack&tonetheless,
even the presented results can be useful and provide insight into the capabilitiestatidriis

of the LoRa technologiy terms of Packet Success Rate

Mode 3
50
(£ 40
2
2 30
a 20 @ Packets Sent
I+
10 m Packets Received
0
5400 4100 1850 1400 1300 1200 840 640 615 570 400 120
DISTANCE [M]
Figure 6.6a)1 Packet Data Rate for Mode 3
Mode 7
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Figure 6.6b) i Packet Data Rate for Mode 7
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Mode 10
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Figure 6.6¢) i Packet Data Rate for Mode 10

With Mode 3, most of the transmitted packets were received successfully with a pretty good
PSR (above 90%), with an exception of P12, where a less number of packets was received (38),
and consequently a less PSR was seen.

In Mode 7, it is seen that the PSRalsout 90% for locations where the RSSI is high, and it
decreases drastically where the RSSI is low.

Finally, in Mode 10 we can see that the PSR is quite consistent among all of the locations,
which is due to the fact that the mean RSSI is above the minmecsiver sensitivity. In re-
sume, we can conclude that the more the RSSI is close to the minimum receiver sensitivity, the

higher is the chance of decoding the packets with errors or not detecting them at all.

6.3.2Availability analysis

In order to test thavailability of the LoRa networknultiple measurement runs usiagar
moving through theity of Aveiro were performeah the uplink scenariduring these meas-
urementsthe car was driven along the major roads followtimgspeed limits (10 90 km/h)
and the eneblevice was transmitting pedeally a packet of 255 bytes for all tHeee modes
configured. Figure @.illustrates the route followed by the carhere the entiode was trans-
mitting packetsn all of the measurement runs. The pttkenwas d course not exactly the
sameamong the three modesytisince thaifference was not much among them, only one path

is illustrated.
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Figure 6.77 Measurements path performed with the movement car

In the logs capturedhere was a discrepancy betweka transmitted packets and the re-
ceived packets, meaning that various packeteincludedin the endnodelogs, along with
the GPS loctgons of the car, but not captured in the gatelogyfile. This packet lossvere due
to several reasons, suchiatgrference/collisions by other LoRa transmissions occurring at the
same timegdoppler effect caused by the speed of the car in swee, strong NLOS and not
enough sensitivity to decode sonmeckets using lower SF/higher BW, and therefore they are
not congered for the availability analysi8lso, multiple measurements exastfor one loca-
tion due to traffic and congestion of the roads, and theréf@renean value dRSSI forthese
locations wagonsideredThis results in amsefuldatalog consisting329 packets received in
Mode 3 259 in Mode 7 and 268 Mode 10.

Finally, the RSSlof the usefupackets results an availability map of the network laid on
the satellite image of the Aveiro region called Heat Mips heat map was made using the
Googk MapsAPlinano € Qi apfilitation and it was constructed with the ease of analysing
the .logscapturedby either by theendnode or the gateay, andeasily attribute a scaleased
on the RSSI capture&or the sake of simplicityjine different scalesereconsideredn terms

of evaluation of RSSkach of them containing an intat of-15 dBm, where:

1) RSSI greatethan-105dBm gives a strong signal with a high anticipated reliability
towardsfading and interference effects;
2) RSSIbetween-105 dBm and135dBm gives a weaker signal, but depending on the

mode in usage, it can still be decoded correctly.
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The availability results obtained for each of the modese extracted from the developed
application, and placed on the top @oode Earthin order to have the same delimitations as

presented itChapter 5This results in the illustration of Figwé.8a), b) and c).

[0>=gBmgg 5] W1-455zdBm<-60] [l [-90>=dBr<-105]
-y {-15>=dBm<-30] [-60>=dBm<-75] [-105>=dBm<-120] Y
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Figure 6.8a)1 Availability analysis for Mode 3
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Figure 6.8¢) 1 Availability analysis for Mode 10
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